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ABSTRACT

Power system operators are actively seeking solutions to increase electric grid power �ex-

ibility and inertia, to accommodate deeper renewable integration. Buildings account for 75%

of the total electricity use in the US and have great potential for grid reliability support at var-

ious time and spatial scales. Due to the limited bidding power of individual buildings, grid

services are often provided by a �eet of small buildings managed by tailored coordination

strategies. This dissertation presents two families of control methods for building cluster en-

ergy management based on the control time frequency and inter-building coordination mode:

(1) dictatorial load modulating control strategies formulated under a speci�c context of dis-

tribution voltage regulation, and (2) market-based load shifting control achieved through a

game-theoretic control framework. Load modulation can enable distribution voltage support

by controling �exible loads in the building clusters to let their power use follow volatile solar

photovoltaic (PV) output, as a means to mitigate �uctuations in the net demand and maintain

a stable voltage. The game-theoretic control strategies allow coordinative load shifting in

which individual entities determine their control actions in their own interests while coordi-

nation is achieved indirectly through a market mechanism, with a goal of �attening the total

load curve of the building cluster.

For load modulation, two dictatorial control strategies were developed for heating, ven-

tilation and air-conditioning (HVAC) systems in support of voltage regulation of distribution

networks with high PV penetration. For voltage support, the �exible HVAC loads are proac-

tively controlled by the aggregator to smooth out �uctuations in the net demand and PV

generation. The �rst control strategy was developed for variable-capacity HVAC systems

whose compressor speeds/stages are directly controlled by a central controller to achieve

load modulation in response to real-time voltage reading. The control effectiveness was

veri�ed by hardware-in-the-loop (HIL) tests, combining a 33-bus distribution feeder model

and an actual 3-ton heat pump. Laboratory tests showed that the strategy was effective in

xviii



reducing variations of net demand with negligible impact on indoor comfort, resulting in

55% reductions of voltage �uctuations and complete or partial elimination of voltage reg-

ulator tap operations. The second control method for voltage support is to coordinate the

cycling of HVAC systems and water heaters in different buildings to provide proactive volt-

age support against volatile solar generation. The control performance was evaluated with

a co-simulation platform for PV-rich residential community with cycling HVAC and water

heating equipment. The platform allows co-simulation of 100 high-�delity EnergyPlus mod-

els for residential dwellings, a solar PV model, and a distribution network power �ow model,

to capture interactions between the loads, PV generation and distribution voltage. Simula-

tion tests have shown that the voltage regulation strategies using �exible building loads could

help reduce operations of step voltage regulators by up to 73%.

The second part of this dissertation describes a new game theoretic control framework

to enable market-based load shifting of building clusters. Analyses were carried out for two

operational scenarios, namely explicit peak demand reduction control and optimal �exible

load dispatch. The peak demand reduction game considers a peak demand charge which

is proportional to the monthly peak demand of the whole aggregation. A Shapley value-

based cost allocation mechanism, along with a log-sum-exponential approximate of the non-

differentiable max operator, was designed to solve the aggregate demand reduction problem.

The existence and uniqueness of Nash equilibrium (NE) solution were established with the

aid of Variational Inequality (VI) theory. A centralized algorithm and a distributed algorithm

were proposed to �nd the NE, and the convergence was rigorously proved under certain con-

ditions. Numerical tests with a commercial community showed that the control performance

attained was close to social optimum with less than 2% performance degradation. For the

�exible load dispatch game, a marginal generation cost curve is assumed which is dependent

on the collective demand of the whole aggregation. This study considered a power model

and an exponential model for the marginal cost curve and proved the existence and unique-

ness of NE for these two cost models. A simulation case study was considered using a linear

xix



marginal cost model to demonstrate the ef�cacy of the proposed game-theoretic control for

�exible load dispatching in building clusters. A distributed best response algorithm was de-

veloped to �nd the NE. The simulation tests showed that the game-theoretic control could

reduce the overall operating cost by 5.8% and reduce peak load by 28% compared to a base-

line operation strategy. The achieved performance was very close to the social optimum,

with a Price of Anarchy of 1.007.
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CHAPTER 1

INTRODUCTION

Proliferation of renewable energy resources and growing electricity demand are placing in-

creasing stress on the power grid. Flexible electrical demands can be utilized to alleviate the

stress, enabling a more robust and reliable electric power system while reducing consumer

costs. Buildings, as the nation's largest power consumer, account for 75% of U.S. electricity

consumption and contribute a comparable fraction of peak demand [1]. Many building loads

are �exible and deferrable. When a communication and management system is in place, the

�exible loads may be controlled at varying time scales to bene�t the grid while reducing the

electricity costs of building owners.

The advances in information and communication technologies have made buildings more

connected than ever before and catalyzed a new building design and operation paradigm

termed connected buildings or connected communities. Leveraging the economies of scale,

connected communities allow more cost-effective utilization of renewable energy and aggre-

gated participation in wholesale energy and ancillary service markets, which are traditionally

not friendly to individual buildings with low bidding power. Connected buildings also of-

fer operational bene�ts such as improved energy ef�ciency, reduced carbon emissions and

operation costs through energy use coordination across different buildings. Appropriate con-

trol strategies are critical to achieve the full potential of such connected technologies but the

control development is a challenging task due to strong inter-building couplings and self-

interestedness of participants.

This dissertation presents a series of building cluster control strategies designed to op-
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timize and coordinate energy uses across different buildings to maximize their support to

electric infrastructure operations and planning. Through these strategies, building end uses

can be dynamically controlled to help meet grid operational requirements and reduce overall

system costs, while still satisfying the comfort and productivity needs of occupants. Fig-

ure 1.1 shows a classi�cation of building cluster control strategies based on the control time

frequency and mode of inter-building coordination. According to the control time scale, con-

trol strategies may be categorized into two groups, namely load modulation and load shifting,

following the classi�cation of grid services by US Department of Energy [2]. In load modu-

lation services, buildings vary their loads in real time (or every few seconds) to closely track

reference grid signals. Reported modulation services from buildings include frequency regu-

lation, spinning reserves and distribution voltage support. For load shifting control, a �exible

load is shifted from peak hours to off-peak hours, usually through pre-cooling or pre-heating

actions, and peak demand is reduced in response to grid constraints or time-of-use (TOU)

price signals. Coordination across different buildings can be achieved through either a dicta-

tor scheme or a market-based approach. A dictatorial operation mode assumes that the grid

operator, utility, or a third-party aggregator can control building appliances directly through

a communication infrastructure. Direct load control (DLC), a voluntary curtailment program

offered by most of utilities in the US, is a good example of the dictator scheme. If enrolled in

a DLC program, a customer will receive a communication-enabled thermostat by which the

utility provider can remotely switch off the air-conditioner or heat pump during high demand

hours. On the other hand, the market-based mode allows coordination of different end users

through an energy market where load changes are incentivized by properly designed pricing

signals. The wholesale electricity market is an example of this operation mode although at a

large scale.

There have been extensive research on dictatorial or centralized control strategies for

building cluster load shifting. However, research on the other three categories is scarce. This

dissertation focuses on two out of the three under-researched categories, namely dictatorial
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load modulating strategies and market-based load shifting control. The load modulation

control strategies are discussed using a speci�c grid service (distribution network voltage

regulation), while the market-based control is achieved through a game-theoretic control

framework. The fourth category, i.e., market-based load modulation control, is not covered

since it has limited practical value to manage a market with a clearing time of a few seconds.

Figure 1.1: Classi�cation of building energy control strategies

Building cluster control strategies for distribution voltage regulation can reduce voltage

�uctuations and voltage regulator operations caused by unstable PV power output. Two

voltage control methods are presented. The �rst approach is to control variable-speed HVAC

systems to let their power use follow the volatile PV output, as a means to mitigate �uctu-

ations in the net demand. To achieve this control capability, I developed a PV smoothing

control strategy for variable-speed HVAC equipment and veri�ed its performance through

HIL tests, combining a 33-bus distribution feeder model and an actual 3-ton heat pump. The

control strategy is comprised of multiple control blocks including a PV power smoothing

�lter, power �exibility estimator, power tracking controller, and zone temperature regulation

controller. Key laboratory test results are reported. The second method of voltage support

is through coordination of a �eet of small commercial and/or residential buildings. More
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speci�cally, a centralized control strategy was developed that coordinates the operations of

HVAC equipment and hot water heaters across different households in a residential commu-

nity to provide proactive voltage support against volatile solar generation. A co-simulation

framework that integrates EnergyPlus models for residential dwellings (e.g., 100 houses in

the case study), a PV model for solar power generation, and a 33-bus distribution network

model was established to test the effectiveness of the coordinative control strategy in reduc-

ing distribution voltage �uctuations.

Market-based building cluster load shifting is achieved through game-theoretic control

strategies designed to �atten the aggregate load pro�le and to provide ef�ciency support to

the grid. Two market-based load shifting control methods were developed: (1) market-based

game-theoretic control for peak demand reduction and (2) market-based game-theoretic con-

trol for �exible load dispatching. Both load shifting strategies leverage thermal network

models to characterize the dynamics and constraints of building thermal loads. The peak de-

mand reduction control involves a demand charge, which is proportional to the monthly peak

demand of the whole aggregation and is a coupled cost for different buildings. To allocate the

collective cost among participants, a Shapley value-based allocation mechanism, along with

a log-sum-exponential approximate of the non-differentiable max operator, was proposed to

solve the aggregate demand reduction problem. For this mechanism, I have proved the exis-

tence and uniqueness of the NE. A centralized and a distributed algorithm were developed to

�nd the NE. In the �exible load dispatching game, different cost functions were considered

to capture the impact of total power demand on the marginal cost of electricity generation,

and the existence and uniqueness of NE under the different cost functions are discussed.

A distributed best response algorithm was developed to �nd the NE of the dispatch game.

A six-building simulation case study with a linear cost function has been used to evaluate

the performance of the game-theoretic control for �exible load dispatching, along with two

benchmarking control methods.
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Figure 1.2: The structure of this dissertation

Figure 1.2 illustrates the overall structure of this dissertation. In Chapter 3, a volt-

age regulation control method for variable-capacity HVAC systems is introduced, which

is comprised of multiple control blocks including smoothing �lter, power �exibility estima-

tor, power tracking controller and zone temperature regulation controller. To evaluate the

performance of the control strategy, experimental tests are carried out with a HIL testbed,

which integrates a 3-ton heat pump (hardware) and numerical models for a representative

building and a 33-bus distribution network with high PV penetration. In Chapter 4, a voltage

regulation control method for cycling HVAC systems is presented. A co-simulation platform

along with the component models for the residential building prototypes, a power distribu-

tion grid and solar PV is used to evaluate the performance of the control strategy. Chapters

5 and 6 introduce two market-based load shifting control methods. Chapter 5 provides an

overview of the fundamentals of convex optimization, game theory, and VI problems and

introduces a game-theoretic control problem for demand response aggregators whose elec-

tricity cost includes a demand charge and a TOU energy charge, while Chapter 6 focuses on

game-theoretic control for �exible load dispatching under various marginal pricing models.

Concluding remarks are provided and potential future work is discussed in Chapter 7.
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CHAPTER 2

LITERATURE REVIEW

A thorough review of relevant prior work is presented in this chapter according to the two

building cluster control categories discussed in the introduction: (1) building clusters' par-

ticipation in regulating voltage of distribution networks with high PV penetration and (2)

market-based game-theoretic control of building clusters for reducing the peak demand and

operational cost.

2.1 Voltage Regulation Control for Building Clusters

The growth of renewable energy utilization will continue in the years to come due to fast

declining installation costs and state initiatives to pass renewable portfolio standards in order

to diversify their energy supplies, stimulate economic growth, and decrease greenhouse gas

emissions [3]. On May 9, 2018, the California Energy Commission established rules and

became the �rst U.S. state to require PV panels in new homes constructed after January 1,

2020 [4]. The rising deployment of renewable energy provides considerable problems to the

power grid in maintaining reliable and stable operation due to the increased unpredictability

in power production, despite its importance in achieving a sustainable energy eco-system.

Voltage variations beyond the regulatory limits, bidirectional power �ows, and harmonic

distortion in the current and voltage waveforms may result from the unpredictability of re-

newable resources, such as solar and wind power [5]. Operational challenges arising from

the utilization of renewable energy include dynamic power system behavior on time scales

ranging from microseconds to hours.U.S. Department of Energy (DOE) research shows that
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when the yearly energy contribution of renewables hits 20%, the present power infrastruc-

ture in the California market has to be curtailed by at least 30% [6]. Power system operators

are continuously looking for ways to increase their capacity to accommodate renewable en-

ergy with mitigating their negative effect on grid stability and capacity [7]. Technologies are

being investigated to minimize the �uctuation of renewable energy generation in response

to these system integration needs [8]. Most of the technologies are targeted at intermittency

mitigation of PV output, which involves the most aggressive �uctuations.

When solar irradiance rises, curtailment and dump load controls reduce the effective en-

ergy production, which slows the upward ramping of PV output. Traditional curtailment

strategies operate the system below the maximum power point (MPP) to limit power pro-

duction, whereas the dump load control employs a resistor to consume and dump a part of

the available power to minimize generation [9, 10]. Even though they're simple to deploy,

these strategies have a negative effect on both productivity and asset value. In addition, both

strategies can only be used to reduce upward ramping, and they are unable to lower down-

ward ramp rates. It is possible to reduce the �uctuation in output by using a combination

of dispatchable generation, such as diesel and natural gas generators, with PV and wind re-

sources [11]. However, the problem is that these dispatchable generating assets are often

sluggish and cannot be utilized to regulate high-frequency ramp rates at all.

2.1.1 ControlMethodsfor SmoothingSolarPowerOutput

Controlling renewable generation through energy storage has been studied, and all have a

common control logic: charge the storage during overgeneration periods and discharge to

satisfy the load when renewable power is constrained. Because of its high power-to-energy

ratio and its ability to store rotating energy, the �ywheel has been employed for PV smooth-

ing control in a variety of ways [12]. However, �ywheels have degraded performance for

long-term energy storage due to friction losses and are not suitable for mild days with in-
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termittent power �uctuations. Compressed air energy storage (CAES) is another mechanical

storage device that has been utilized to manage the ramp rate of PV [13]. During period of

low PV output, the compressed and pressurized air from the storage tank can be sent to a

turbine, which generates power using the excess PV power. Both �ywheels and CAES are

mechanically based and have advantages such as reduced initial costs, longer life spans, and

smaller environmental impacts compared to electrochemical energy storage. However, their

overall round-trip energy ef�ciency is lower, ranging from 40% to 70%. The use of super-

capacitors for renewable mitigation control has recently been investigated [14]. Due to their

better life cycle performance and high power density, supercapacitors are a viable option for

applications which require dynamic storage. However, material reliability dif�culties and

high capital costs make them uneconomical for large-scale utility use. A good number of

strategies were proposed in the literature for control of battery charging/discharging for PV

smoothing, most of which applied smoothing �lters to obtain smoother net generation from

raw PV output. Both moving-average [15] and full term low-pass �lters [16] were proved

effective for PV generation smoothing. The major drawback of �lter-based algorithms is the

delayed estimation of the PV output midpoint because of the memory effect. Ramp rate limit-

ing control, a special type of �lter, is only concerned about the power output change between

consecutive time steps and attempts to limit the change within a given threshold. Compared

to low-pass �lter algorithms, the ramp-rate control requires minimum computing and mem-

ory resources and involves reduced battery energy throughput leading to lower round-trip

energy losses and improved life time [17]. However, the ramp-rate control solution typically

requires greater battery sizes to prepare for both upward and downward ramping.

2.1.2 ModulationServicesfrom HVAC Systems

Due to buildings' intrinsic thermal inertia, HVAC systems in buildings are great candidates

for modulation services such as power frequency and voltage control. Variable-speed supply
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fans [18, 19], electrical space heaters [20], chilled-water pumps [21], residential heat pumps

[22], water heaters [23], commercial-scale chillers [24], and packaged air-conditioning equip-

ment [25] have been studied for regulatory service. In addition to providing frequency reg-

ulation assistance for the bulk power grid, HVAC equipment was effectively employed for

frequency support of microgrids [26, 27] and load following in minimizing variations in re-

newable power [28]. The published results have demonstrated a variety of advantages of

using HVAC equipment for modulation services compared to other resources:

• Fast response: a majority of the power associated with building thermal systems is

consumed by electric motors which have fast power response to speed changes [29];

• Low capital cost: almost all buildings have HVAC systems installed and the cost to

enable the smoothing control capability in existing equipment is marginal compared

to installation of new storage systems;

• No round-trip ef�ciency loss: charging and discharging a thermal system involves no

additional heat loss compared to normal operation, leading to little to no opportunity

costs for provision of smoothing control [30];

• Environment-friendly compared to batteries and fossil fuel plants, especially with the

shift to low- or zero-GWP refrigerant.

However, in residential and light commercial buildings, the relatively limited power ca-

pacity of a single building represents a signi�cant impediment to the contribution of build-

ings to frequency regulaton. There have been efforts to develop aggregation solutions for the

frequency regulation control of multiple buildings in order to overcome the size challenge of

frequency regulation in a single building and provide an acceptable size of regulation capac-

ity by aggregating or coordinating different buildings in a cluster. For example, references

[31, 32] have developed and experimentally tested a hierarchical frequency regulation con-

trol method using variable-speed supply air fans in commercial buildings. A supervisory
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reserve scheduler, a room controller, and a local regulation signal tracking controller were

integrated to identify the next day regulation reserve capacity. The reserve scheduler is based

on a similar approach to that of the study [33] by explicitly addressing the randomness in

the regulatory signal. The studies in [32, 31, 33] relied only on supply air fans for frequency

regulation. Fan control is straightforward, but its power capacity is much lower than that of

HVAC compressors.

2.1.3 ControlMethodsfor DistributionNetworkVoltageRegulation

Voltage regulation devices used in traditional distribution grids include on-load tap changer

(OLTC), shunt capacitor and step voltage regulator (SVR). These devices are primarily de-

signed to mitigate slow diurnal voltage variations and not suitable for rejecting dynamic

disturbances caused by deep PV integration. For more effective distribution voltage man-

agement, hybrid methods have been investigated that combine legacy voltage regulation de-

vices with emerging technologies such as PV power curtailment [34], reactive power control

through smart inverters [35, 36], electrical batteries [37] and smart load management [38].

PV inverter Volt-Var control can be implemented either in a completely decentralized manner

through a droop logic based on local voltage measurements [35] or in a centralized scheme

where the reactive power injection/absorption at different nodes are managed by a central co-

ordinator [36]. The local and decentralized method may cause voltage instability due to lack

of synchronization across the different devices. Although the centralized approach is able to

maintain stability with appropriate coordination, a communication infrastructure is required

and the communication delay may jeopardize the overall control performance. In reference

[39], energy storage was used along with tap changer transformers to regulate voltage and

reduce tap operations in case of high PV penetration. When voltage rises, the transformer

tap position is �rstly changed and then the energy storage system is charged; on the occasion

of peak load, coordination signals will be sent to discharge the distributed energy storage in
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order to mitigate voltage drops.

2.1.4 Building-to-GridCo-SimulationPlatform

Co-located with distributed generation in a PV-rich distribution grid, building �exible loads

can be leveraged for distribution voltage support. To facilitate optimal controller design and

performance assessment, a high-�delity numerical tool is needed for the distribution grid

that can capture realistic dynamics and the diverse patterns of building �exible loads. To

this end, a co-simulation approach, leveraging and linking disparate simulation tools across

different disciplines, appears to be suitable. In the �eld of building performance simulation,

a co-simulation approach has been adopted to accommodate different types of simulation

analysis and most of prior studies utilized whole building energy simulation programs (e.g.,

EnergyPlus) paired with other numerical tools. For example, studies combined EnergyPlus

and MATLAB/Simulink framework to investigate the in�uence of weather as well as con-

struction materials on the room and ventilation temperatures [40] and to support assessment

of an occupant-oriented mixed mode predictive controller [41]. Another study co-simulated

a building's energy performance and the outdoor micro-climate by linking EnergyPlus and

ENVI-met, to study the impact of different types of green roofs on the cooling demand

for different climate conditions and urban densities [42]. Analysis of phase change mate-

rials (PCM) for thermal management of buildings was performed with an EnergyPlus and

ANSYS Fluent co-simulation setup [43]. The above studies have shown good success of co-

simulation with the high �delity EnergyPlus toolset and other simulation platforms to accom-

modate cross-disciplinary analyses. Some power system simulation tools, e.g., GridLAB-D

[44], incorporate simpli�ed building models that cannot capture some of the important load

dynamics, such as heat pump ef�ciency variations caused by cyclic operations and dehumid-

i�cation. Most relevant to this study, the Transactive Energy Simulation Platform (TESP),

developed by the Paci�c Northwest National Laboratory, allows the implementation and con-
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trol of EnergyPlus building models on the feeder level and provides co-simulation capability

across different simulators including GridLab-D, EnergyPlus, OpenDSS, PyPower, NS-3,

among others.

2.2 Market-Based Game-Theoretic Control of Building Clusters

To improve the robustness and ef�ciency of the grid, an aggregator is needed across a num-

ber of users to unite the users in the grid and regulate the power usage strategies of users in

response to the dynamic unit electricity price, allowing for more ef�cient energy usage. One

method for aggregator is to �nd the above optimal strategy centralized [45, 46, 47], with the

aggregator de�ning user's power consumption strategy pro�le over the time horizon. This,

however, is a quite aggressive method, as it needs each user to supply extensive information

on user's power consumption. Indeed, these concerns about privacy may prevent demand-

side users from subscribing to the optimization process. The computational complexity of

centralized system will increase signi�cantly as the number of buildings increases, which

makes the centralized approach incapable of accommodating an increase in the aggregation

size. Additionally, a cooperative solution may sacri�ce some individuals' utilities or quality

of services (e.g., uncomfortable indoor temperatures) to achieve social optimality, and ratio-

nal players may leave the alliance for their own bene�ts, leading to an unstable coalition.

To address the above mentioned social and technical barriers, a non-cooperative game

solution be considered. The non-cooperative game provides the aggregator with a distributed

operation mode in which each individual only considers his/her own optimization objectives

and constraints. There is a lot of game relevant research that focuses on load management

(demand side) [48, 49, 50, 51, 52] and energy source management (supply side) [53, 54, 55].

For the demand side, users are the game's participants and the goal of the users is to reduce

their own electricity cost by scheduling their electricity usage pro�les. In this framework,
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the users can obtain information of other users and energy unit price from the electricity

market to optimize their control actions. For the supply side game, each user engages in

a game with the electricity provider, where the electricity provider, as a leader, maximizes

their pro�t by setting price and users as the followers adjust the power demand accordingly.

These non-cooperative strategies can be divided into two sub-categories: dynamic games

and static games.

2.2.1 DynamicGamein Building EnergyManagement

For a dynamic game, also called sequential game, there is at least one player who chooses

their strategy according to which the others make their decision. The later players must have

information about the former player's actions. Therefore, the time plays a key role in de-

cision making. The Stackelberg game that is commonly used in smart grid solutions is an

example of dynamic games. For instance, authors of [53, 54, 55] used Stackelberg games

to model the interactions between the utility company and electricity consumers, where the

utility company (leader) sets the price and the users (followers) adjust the power demand

accordingly. When a Stackelberg equilibrium is reached, the leader's pro�t is maximized

and all the users' costs are minimized at the identi�ed prices. The Stackelberg game setting

is not very applicable to building load aggregators since it is dif�cult to come up with a

non-monetary utility function for individual buildings. Most Stackelberg equilibrium seek-

ing algorithms assume easy access to closed-form solutions of the followers' optimization

problems, which is not the case for building load control. In [56], the authors proposed a bi-

level game framework for demand side management. On the customer side (bottom layer), a

static non-cooperative game is used in which Nash equilibrium solutions are sought that min-

imize the individual player's electricity cost under a given price structure. As the top layer,

a dynamic Stackelberg game is used to model the interactions between the utility company

and the customers, in which the utility company updates the price structure to maximize its
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pro�t meanwhile minimizing the peak to average ratio (PAR). A distributed algorithm was

proposed to solve the bi-level optimization problem.

2.2.2 StaticGamein Building EnergyManagement

The static game theory has been studied extensively for smart grid applications. For in-

stance, in [51], a two-settlement demand response strategy was proposed with day-ahead

and real-time phases. The day-ahead bidding strategy was based on a non-cooperative Nash

equilibrium game setting in which each player tends to minimize the expected daily electric-

ity cost and the electricity price is proportional to the aggregated demand. The day-ahead

bidding process is reformulated as a generalized Nash equilibrium problem (GNEP) and

an asynchronous proximal decomposition algorithm is used to �nd the variational solution

of the GNEP by relaxing the coupling constraints. The study assumed a simple load model

without any temporal couplings. In reference [52], the authors presented a Nash equilibrium-

based strategy for demand-side management to reduce the PAR and energy cost. A heuristic

method was used to distribute the aggregate generation cost among the consumers based on

their respective shares of total daily energy use. The consequence of this treatment was that

the same cost function was involved for all players, transforming the non-cooperative game

into a homothetic cooperative type. A block coordinate decent-type algorithm was used to

solve the Nash equilibrium problem. In reference [57], the authors proposed a Vickrey-

Clarke-Groves (VCG) cost allocation mechanism which ensures each user's objective func-

tion aligns with the social planner's objective function. Therefore, the users cannot do better

than truthfully declaring their demand information to the energy provider, who determines

the payment and the power consumption strategy of each user according to the Nash equi-

librium of the VCG mechanism. In this framework, customers are requested to share their

power demand information, which is used by a centralized operator for the price calculation.

In static game applications, existing game-theoretic controls for demand side management
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primarily used pricing mechanisms to incentivize costumers to change their power consump-

tion strategies. The existing social cost functions are mostly strictly convex. For instances,

a quadratic social cost function was used in [52, 58]; a logarithmic social cost function that

ensures users are able to sell energy back to the grid was used in [56] and a power function

was used in [59].

Algorithm for GameTheoreticControl

To solve the game problem and �nd the NE, the following three methods are most commonly

used:

• Best response algorithms.These algorithms allow (semi-)distributed implementations.

Therefore, they are often employed by engineers and practitioners for problem solving.

There are two types of distributed implementations: Jacobi (simultaneous iterative

algorithm) and Gauss–Seidel (sequential iterative algorithm). These algorithms are

simple to implement, but the convergence conditions can be very restrictive. They

are often utilized for problems with speci�c structures, e.g., potential game [60] and

supermodular game [61].

• VI algorithms. For NE problems with completely decoupled action sets, VI-based

algorithms can be more suitable, e.g., methods of projection (extragradient method

by Korpelevich [62]; hyperplane projection by Konnov [63]), Tikhonov regularization

[64], proximal point [65] and splitting [66]. VI algorithms often feature better global

convergence properties, but may be more computationally demanding in comparison

to best response algorithms.

• Nikaido-Isoda function (NI) algorithms.For generalized NE problems, e.g., the dis-

tribution voltage regulation problem where a player's action set is dependent on the

actions of others, the NI function-based approach may be more appropriate [67, 68].
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This approach converts a (G)NEP into a saddle point problem using the Nikaido-Isoda

(NI) function, and then uses classic saddle point algorithms to �nd the NE. A semis-

mooth Newton's method with a backtracking (geometric) line search can be used to

�nd the stationary point of a complementarity reformulation of the merit function [69].

This algorithm can solve not only NE problems but also GNEP [70].

2.3 Review Summary and New Contributions of the Present Work

Based one the review results, it is apparent that there has been limited research work on

grid-responsive building cluster control under the dictatorial load modulation or market-

based load shifting categories, as shown in Figure 2.1. Most of the existing building cluster

control methods were synthesized on a hourly time scale to control electrical equipment in

buildings with a dictatorial operation mode [46, 71, 72, 73] This dissertation �lls the gap on

dictatorial load modulation and market-based load shifting by a series of new control strategy

development. Speci�cally, the present work makes unique contributions in the following

aspects:

Figure 2.1: Classi�cation of building energy control strategies
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• Voltage regulation.This dissertation introduces a completely new method for solar

power smoothing by utilizing novel voltage regulation control strategies for building

thermal equipment, which is operated on a second/minute time scale under a dictator

mode.

• Cost function.Previous studies for game-theoretic control for demand side manage-

ment considered cost functions that are smooth and strictly convex, e.g., quadratic cost

function [52, 58], logarithmic cost function [56], and power function [59]. The present

study is �rst to use a non-smooth convex cost function (max function).

• Split pricing mechanism.Prior work used simple social cost split methods, e.g., as-

suming an individual's share of the social cost is proportional to their total power con-

sumption. which is dif�cult to make the optimal decisions of individuals consistent

with the global optimum. In addition, the heuristic cost splitting mechanism is hard to

maintain the stability of the alliance. To overcome the shortcomings mentioned above,

the present work adopts a shapely value-based allocation mechanism that is fair and

ef�cient.

• Existence and uniqueness of NE.The existence and uniqueness of NE for the peak de-

mand reduction game problem with a Shapley value-based split function were proven.

This study also proved the existence and uniqueness of NE for the �exible load dis-

patching game problem under an exponential marginal price model and a power marginal

price model.

• Centralized algorithms to �nd NE solution.A centralized algorithm is proposed for

the game problem based on a customized proximal point algorithm for the VI [74].

Compared with the previous VI algorithms, this algorithm features accelerated con-

vergence by designing the regulation coef�cient according to everyone's constraints

before reformulating the game into a VI form.
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CHAPTER 3

DISTRIBUTION VOLTAGE SUPPORT USING VARIABLE-CAPACITY HVAC

SYSTEMS

This chapter presents a voltage regulation control method for variable-capacity HVAC sys-

tems that are designed to pair with solar PV applications. However, the method can also be

applied for intermittency mitigation of other renewable resources. Section 3.1 introduces a

building-to-distribution grid simulation model that covers components commonly encoun-

tered in a PV-rich distribution grid. Section 3.2 introduces a PV smoothing control strategy,

a voltage regulation control method using variable-capacity HVAC systems. The control

strategy is comprised of multiple control blocks including a smoothing �lter, a power �ex-

ibility estimator, a power tracking controller and a zone temperature regulation controller.

Section 3.3 describes a HIL testing methodology used for performance assessment of the

proposed control method. The experimental setup, simulation models for the distribution

network and buildings, and their interactions are discussed. Section 3.4 presents and dis-

cusses the key test results. A chapter summary is given in Section 3.5.

3.1 Building-to-Distribution Grid Model

This section introduces a building-to-distribution grid simulation model covering compo-

nents commonly encountered in a PV-rich distribution grid. This model is utilized to assess

and evaluate the PV smoothing performance of various HVAC systems (variable-capacity

HVAC systems in this chapter and cycling HVAC systems in Chapter 4). The building-to-

distribution grid system simulation includes models of residential dwellings, a radial distri-
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bution feeder, solar PV panels uniformly distributed across the feeder, a step voltage reg-

ulator (SVR) and a central control system. These component models are elaborated in the

subsequent sections.

3.1.1 PowerDistributionNetworkModel

The voltage regulation strategy can bring a variety of bene�ts to the electric grid. One of the

performance improvements is in voltage regulation for distribution networks having high PV

penetrations. Voltage variation caused by renewable intermittencies has been recognized as

one of the main barriers for deep integration of distributed generation into low- and medium-

voltage distribution networks [75, 76]. The HVAC system voltage regulation strategy aims

to reduce the variability of net demand/generation, which will consequentially stabilize the

distribution voltage and minimize the adverse impact of renewables on the life time of legacy

voltage regulation devices. Figure 3.1 shows the test distribution system used in the case

Figure 3.1: Residential distribution network in the case study

study, which consists of 33 load buses and has a nominal apparent capacity of 4.55 MVA,

which is also the summation of nominal capacities of all the load buses in this distribution

network. The distribution grid model has packaged as a nonlinear steady-state power �ow
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model to simulate voltage variations of a distribution system and a Newton-Raphson method

for equation solving [77]. The distribution grid model can be executed at various time steps

(e.g., every second in this chapter and every minute in Chapter 4) to calculate the distribution

voltage given the instantaneous loads and PV output. Note that the nonlinear power �ow

model is not suitable to use in iterative control algorithms due to the high computational

demand. To improve numerical ef�ciency, the grid simulator also incorporates a routine to

generate a linear approximate of the power �ow model based on the linearization approach

proposed by Baran and Wu [77] for radial networks. This approach neglects the line loss

terms but captures the reactive power contribution to voltage drops. The linear surrogate

model is used in the controllers discussed in Section 4.2. However, it should be noted that

the voltage simulation results presented in this chapter were all obtained with the nonlinear

power �ow model.

3.1.2 StepVoltageRegulator

As shown in Figure 3.1, a SVR is assumed to be installed between buses 5 and 6 to com-

pensate for voltage drops along the radial distribution line. A SVR is primarily designed to

maintain a constant secondary voltage under time varying load and distributed generation,

which are known to be highly in�uenced by weather events and can �uctuate drastically

[78]. It is an autotransformer that can vary the turns ratio through automatic tap changing to

achieve voltage regulation. For conventional grid operation with no or low PV penetrations,

SVRs work along with on-load tap changers and/or capacitor banks to regulate voltage on a

distribution network against diurnal load variations. Figure 3.2 compares the voltage pro�les

along the feeder with and without SVR, at the nominal load conditions and without PV inte-

gration. It can be seen that without SVR, the voltage of the buses at the far end of the feeder

would drop below 0.95 p.u. and violate the ANSI C84.1 Standard [79]. The SVR installed

after bus 5 can boost the voltage of downstream buses to be in compliance with the standard.
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It may be noted that the SVR secondary voltage is typically set at a slightly higher value,

e.g., 1.05 p.u., to compensate for large voltage drops in a long radial network. However,

the tests conduced in this study assumed a setpoint of 1 p.u. at bus 6 to prevent overvoltage

issues due to distributed PV penetration.

Growing installations of solar PV generators in distribution systems may cause frequent

variations of distribution voltage and overstress voltage regulation devices [80]. To quan-

tify this impact and capture potential bene�t of the proposed voltage regulation solution on

operations of voltage regulation devices, a SVR installed in the middle of the feeder is con-

sidered. Most utility SVRs are able to modulate the output (secondary) voltage in the range

of 90% to 110% of the input (primary) voltage. This regulation is usually accomplished in

32 discrete steps so that each step would result in 0.625% or 0.75 V voltage change on a

standard 120 VAC base. The 32 steps are equally divided between -10% and +10% so there

are 16 steps each for voltage boost and reduction. In this study, the SVR is operated to main-

tain the secondary voltage (of bus 6) within a prescribed deadband through adjusting the tap

position. Two different deadband settings, i.e.,� 0:625% (� 0:75V) and� 1:6% (� 2 V), are

simulated to evaluate the impact on operation behaviors. Most SVR controllers apply a time

delay to prevent too frequent tap operations; a tap position change is only executed when

the voltage stays out of the deadband for a minimum duration. A time delay setting of 30

seconds is assumed in this study [80, 81].

3.1.3 PV IntegrationonDistributionNetwork

For simplicity, it is assumed that solar PV panels are installed across all buses in the distri-

bution network with identical penetration levels. The PV penetration at a distribution node

is de�ned as the ratio of the total nameplate capacity of solar PV systems to the nominal

apparent load of the bus. Only real power is assumed to be injected by the PV panels. For

each bus, power consumption of all the connected buildings and solar power output calcu-
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Figure 3.2: Feeder voltage pro�les with nominal load and without PV.

lated from the solar PV model are both scaled to match the nominal capacity of that bus.

Therefore, the solar power �uctuations across the different buses are all synchronized and

the test performance presented in this chapter corresponds to the worst case scenario without

considering geometrical averaging effect. An actual distribution network at the same PV

penetration level would experience smaller disturbance due to the averaging effect among a

large number of PV panels in the service territory.

3.1.4 Building ThermalCapacitanceModel

In this study, building load pro�le was generated with the DOE prototypical building model

using EnergyPlus, a whole building energy simulation tool developed and maintained by the

U.S. Department of Energy (DOE). HVAC loads are regarded as the major �exible loads

and all other electrical end consumers, e.g., lighting, computers etc., are assumed to be non-

controllable [82]. The HVAC systems power modulation required by the voltage regulation

control leads to �uctuations in the cooling effect delivered by the HVAC system and may

adversely impact indoor comfort. Therefore, operational (and load) �exibility of HVAC

equipment is affected by the building thermal inertia and HVAC anti-cycling time settings,
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both of which affect and thereby can be correlated with the HVAC cycling patterns. To

accurately capture this effect, a lumped capacitance building thermal model is implemented

to emulate indoor environmental variations during voltage regulation and details of the model

are presented as follows.

The following thermostat model characterizes the HVAC cycling frequency with respect

to the runtime fractionX [83]:

N = 4 � Nmax � X � (1 � X ) (3.1)

whereN is the number of duty cycles in each hour andNmax is the peak cycling rate which

occurs atX = 0:5. The runtime fraction is de�ned as the ratio of the HVAC run time in

one duty cycle to the total cycle length, which is also close to the ratio of the building load

to the HVAC cooling capacity [83]. Figure 3.3 shows the variation of the HVAC cycling

rate with the run time fraction from one of the simulated case study buildings in EnergyPlus

(after modi�cation of the effective capacitance, to be discussed in the following paragraph);

the bell-shaped curve represents the best �t of Section 3.1.4 to the simulation results with

Nmax close to 3. It can be observed that the cycling rate is low for periods with very low or

very high load ratios, while the cycling rate peaks at a run time fraction of 0.5. The building

thermal capacitance can be estimated based on a cyclic thermostat model

Cbld =
Qrate

8Nmax Tdb
(3.2)

whereQrate is the rated cooling capacity of the HVAC system.Tdb is the thermostat dead-

band andNmax is the maximum compressor cycling rate per hour, for a single-stage HVAC

unit. It may be noted that the thermal capacitanceCbld combines the thermal inertial associ-

ated with the indoor air volume, air-to-furniture/wall interactions and thermostat enclosure.

For given HVAC capacity and thermostat deadband, the maximum cycling rate is inversely
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Figure 3.3: Cycling rate vs. run time fraction for an example EnergyPlus building model

proportional to the combined thermal capacitance, which is a relatively constant parameter

for a given house. Due to the relationship with the combined thermal capacitance, peak

cycling rate is an important parameter and realistic estimates thereof are critical to capture

the aggregate �exibility. Henderson et al. collected high-resolution thermostat data from

more than 10 single-family residential dwellings in Florida and found the peak cycling rate

ranging from 2.4 to 3.5 [83]. Note that the thermal capacitance is derived based on the ther-

mostat cycling model subject to an on/off HVAC unit. However, the case study considered

in this chapter involves a variable-capacity HVAC system that can continuously modulate its

cooling power to regulate the temperature.

3.2 PV Smoothing Control Strategy

Figure 3.4 depicts the proposed overall PV smoothing control strategy for variable-capacity

HVAC systems. At each decision time step, the PV generation and building thermal load

need to be pre-conditioned to estimate the respective base power, which is used to identify

the HVAC power setpoint on the �y. The control method consists of three major control
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modules: 1) a low-pass �lter to estimate the base PV power, a midpoint around which the

actual PV output �uctuates, 2) a HVAC power �exibility estimator that takes the instanta-

neous cooling load and generates the upper/lower bounds for HVAC power modulation, and

3) a power tracking controller that modulates the compressor speed to follow the identi�ed

power setpoint. The pre-conditioning step ensures energy neutrality in the compensating

power so that the average building thermal load can be met to maintain indoor comfort. The

various control modules are elaborated as follows.

Figure 3.4: Overall control diagram

3.2.1 VoltageRegulationLow-passFilter

A moving-average �lter is implemented to identify the midpoint of PV power �uctuation

during partly cloudy and partly sunny days. The difference between the �lter output and the

instantaneous PV power, termed compensating power, should ideally be offset by smoothing

resources such as building thermal loads in order to obtain a relatively smooth net genera-

tion/demand. In the experimental tests, a 30-minute time window and uniform weights were

assumed in the implemented moving-average �lter. Figure 3.5 shows the raw and �ltered PV

power output, based on �eld power measurements of a 14 kW solar plant. The 30-minute

data used in the experiments is also highlighted.

25



Figure 3.5: Raw and �ltered diurnal PV power.

3.2.2 HVAC PowerFlexibility Estimator

HVAC systems are primarily designed to maintain indoor comfort, which represents a major

constraint in determining control actions for voltage regulation. Therefore, it is critical to

develop a method to estimate the HVAC power �exibility, dictated by the base power and the

upper/lower limits. During PV smoothing control, the HVAC power is modulated around the

base level and within the upper/lower limits to absorb excessive �uctuation of PV output. As

long as the modulation power is energy neutral with respect to the base power, the average

cooling effect and indoor temperature regulation performance would not be impacted.

a. HVAC SystemModel

The �rst task of the �exibility estimator is to identify the base compressor speed and power

at a given building load. A simpli�ed quasi-steady-state model was developed to capture

the relationship between the cooling rate and HVAC power, based on a compressor map

and empirical correlations on temperature differentials of the condenser and evaporator. The

compressor map uses the following 20-term correlations for compressor power (P) and cool-
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ing capacity (Q) predictions:

P = cT
1 x (3.3)

Q = cT
2 x (3.4)

wherec1 andc2 are the coef�cient vectors, provided by the equipment manufacturer. The

vectorx is equal to[1, Te, Tc, R, TeTc, TeR, TcR, T2
e , T2

c , R2, TeTcR, T2
e Tc, T2

e R, T3
e , TeT2

c ,

T2
c R, T3

c , TeR2, TcR2, R3]> , whereR is the compressor speed, andTe andTc are the saturated

evaporating and condensing temperatures. The evaporating and condensing temperatures are

intermediate variables that vary with operating conditions such as the zone/return air tem-

perature (Tz) and outdoor temperature (To). The air-to-refrigerant temperature differentials,

de�ned as

dTe = Tz � Te (3.5)

dTc = Tc � To; (3.6)

drive the heat transfers on the evaporator and condenser, respectively. For variable-capacity

HVAC systems, the temperature differentials are highly dependent on boundary conditions

(i.e., Tz andTo) and compressor speed. This dependence can be approximated by the fol-

lowing linear correlations:

dTe = a0 + a1To + a2Tz + a3R (3.7)

dTc = b0 + b1To + b2Tz + b3R (3.8)

where the coef�cientsai andbi 's can be estimated from system performance data. In this

study, of�ine experimental tests were carried out for the test unit covering a wide range

of operating conditions and linear regression was applied to obtain the coef�cient values

from the experimental data. It should be noted that the supply air�ow could also impact
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the temperature differentials; this dependence is neglected in the present study since the PV

smoothing strategy tends to maintain a relatively constant air�ow when appropriate power

limits are used. Dehumidi�cation is not considered since all tests were carried out under dry

air conditions (the sensible heat ratio is always equal to unity). Figure 3.6 and Figure 3.7

compare the experimental and model prediction results. The model is in good agreement

with measurements for both cooling capacity and power predictions, with relative errors less

than 10% of a majority of the points.

Figure 3.6: HVAC power prediction performance.

Figure 3.7: HVAC cooling capacity prediction performance.
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The developed HVAC system model has an input-output form of

[P; Q] = HVAC(To; Tz; R): (3.9)

Figure 3.8 shows the relationship between the cooling capacity and HVAC power atTz =

25� C andTo = 35� C when the compressor speed varies in the full range (35% to 100% of

nominal speed). There is a clear one-to-one projection between capacity and power, which

allows easy conversion from one to the other as needed in the �exibility estimator.

Figure 3.8: Variation of cooling capacity with compressor power, forTz = 25� C andTo =
35� C.

b. Flexibility Estimator

The �exibility estimator is designed to predict the range of HVAC power modulation for

given load and boundary conditions (Tz and To). Firstly, the upper and lower bounds of

cooling output need to be identi�ed as

Qmin = HVAC(To; Tz; Rmin ) (3.10)

Qmax = HVAC(To; Tz; Rmax ) (3.11)
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whereRmin andRmax are the compressor speed lower and upper limits. For the test unit, the

lowest speed of the compressor is approximately 35% of the nominal or maximum speed.

For a given cooling loadQ, the modulation margin of the cooling capacity can be estimated

as

� Q = min (Qmax � Q; Q � Qmin )

and the upper and lower bounds for capacity modulation can be found asQUB = Q + � Q

andQLB = Q � � Q. During PV smoothing, the cooling capacity would modulate with a

midpoint equal to the loadQ and ramp-up/-down margin equal to� Q. These bounds dictate

the thermal �exibility of the HVAC system. The power �exibility, i.e., the corresponding

upper and lower bounds (PUB andPLB ) of the compensating HVAC power, can be easily

estimated using the HVAC system model in Equation (3.9), since the model gives a one-to-

one mapping between the power and cooling capacity. The base HVAC power is simply the

arithmetic average of the upper and lower bounds

Pbase =
PLB + PUB

2

Figure 3.9 and Figure 3.10 depict the variations of thermal and power �exibilities of the

HVAC system under study, for different load levels and at boundary conditionsTo = 35� C

andTz = 25� C. It can be seen that for extremely high or low load conditions, the �exibility

is reduced because the base compressor speed is closer to its upper or lower bounds and the

speed modulation margins are reduced attributed to the symmetric requirements for upward

and downward ramping. The �exibility peaks at intermediate load conditions with maximum

speed modulation margins.
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Figure 3.9: The cooling capacity �exibility at different load levels.

Figure 3.10: The power �exibility at different load levels.

3.2.3 PowerTrackingController

The estimated power �exibility can be leveraged to identify the desired HVAC power, which

is set to the base HVAC power plus the PV compensating power (Pcomp), but needs to be

bounded by the power modulation limits, i.e.,

Pdes = max
�

min(Pbase + Pcomp; PUB ); PLB
�

(3.12)
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A power tracking controller is designed to determine the compressor speed on the �y in

order to follow the desired power levelPdes. A feedforward-feedback approach is adopted

where a feedforward block estimates the compressor speed needed to match the power set

value based on the HVAC model and a feedback controller takes corrective control actions to

compensate for model inaccuracies. The tracking control diagram is shown in Figure 3.11.

Figure 3.11: Power tracking control diagram.

The feedforward controller relies on the quasi-steady-state HVAC model described in

Section 3.2.2 to obtain a rough estimate of the compressor speed for the given power set

value. This is achieved through a Newton-Raphson-based numerical solver that �nds the

target speedR for a given power levelP. This feedforward controller enables fast responses

to sudden changes in the power setpoint, which is an essential requirement for PV smoothing

control during partly cloudy and partly sunny days.

The feedback block is necessary to compensate for mismatches between model predic-

tions and actual system behaviors and to mitigate steady-state errors. A proportional-integral

(PI) controller is used with PI gains tuned through of�ine tests using the Ziegler-Nichols

method. The sum of the feedback and feedforward control outputs is fed to a ramp rate �lter,

which enforces the ramp rate limit before the control command is sent to the compressor

variable frequency drive (VFD).
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3.2.4 ZoneTemperatureControl

The primary function of a HVAC system is to maintain desirable indoor conditions. In

provision of grid services, such as voltage regulation, the building thermal load must be met

by the HVAC equipment for satisfactory indoor temperature regulation. A PI-type feedback

loop is used to monitor the actual zone air temperature and vary the indoor fan speed to

regulate the zone temperature close to its setpoint. When the zone temperature goes beyond

the setpoint, the supply air �ow delivered by the indoor blower will be increased to provide

more cooling to the indoor space; the reverse action will be taken when the temperature

drops below the setpoint. The zone temperature control loop is designed to cope with the

building envelope dynamics, which are typically very slow and could have time constants up

to a week. As a consequence, the interactions with other control loops are negligible.

3.3 Testing Methodology

3.3.1 HIL ExperimentalTestingApproach

Figure 3.12 shows the experimental test rig and the HIL testing methodology. The test unit

is a 3-ton (10.5 kW) split heat pump, with variable-speed drives for the compressor, sup-

ply and condenser fans. The outdoor unit is placed in an environmental chamber which is

used to reproduce desired outdoor conditions (dry-bulb temperature and humidity). The en-

vironmental chamber has dimensions 18'� 15'� 12' and is built with 5” thick polyurethane

insulation panels. The chamber is served by a medium-temperature refrigeration system and

can accommodate psychrometic testing of air-conditioning/heat pump units up to 12 ton.

The indoor air-handling unit is connected to an indoor environmental test loop that is able

to maintain speci�ed indoor temperature and humidity. The test loop is made of 21”� 21”

square duct that has a total length of 30' and is instrumented with high accuracy �ow station
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and temperature/humidity sensors. A conditioning system, which is sized according to the

thermal capacity of the outdoor chamber, is used to generate desired conditions in the indoor

test loop. A monitoring system is in place and major operating conditions are recorded, in-

cluding the instantaneous air-side cooling rate and power consumption of the compressor,

supply and condenser fans.

In the HIL tests, the measured cooling effect is fed to the building thermostat model

described in Section 3.3.2 and the zone temperature is predicted for the next time step (1

second). The predicted temperature is sent to the indoor loop controller which actuates

the indoor conditioning system so that the return temperature closely follows the predicted

indoor temperature. The indoor temperature is also used for supply fan speed control. How-

ever, due to the small variation in the simulated indoor temperature (see results in Sec-

tion 3.4.6), the supply fan speed was relatively constant in the experimental tests. This

bidirectional feedback mechanism ensures the indoor unit experiences realistic indoor envi-

ronmental variations during PV smoothing control. The thermal HIL also plays a critical role

in evaluating any impact that PV smoothing may have on indoor temperature regulation and

comfort delivery. HVAC systems are primarily operated to maintain indoor comfort and any

negative impact on comfort delivery will limit the technology's acceptance among building

owners/operators. The measured compressor (plus condenser fan) power draw is fed to the

power distribution network model presented in Section 3.3.2, which is used to simulate nodal

voltage variations. Since no feedback of power system operation is involved, there is only

unidirectional communications from the test unit to the distribution network model. In the

experimental tests, indoor fan power was not used for PV smoothing since it was relatively

constant and had magnitude much smaller than that of the outdoor unit.

The proposed control strategy was programmed in a National Instruments CompactRIO

controller using LabVIEW. The generated control command, i.e., the compressor speed, is

communicated to the test unit via a proprietary communication protocol acquired from the
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Figure 3.12: Experimental test schematic.

manufacturer. The control signal is sent to the unit and feedback information, such as actual

compressor and condenser fan speeds, is received by the NI controller every second.

3.3.2 Building LoadModel

We will use the power �ow model described in Section 3.1 to evaluate the ef�cacy of our

PV smoothing control method. The distribution network model is implemented using MAT-

POWER in MATLAB [84] and values of model parameters can be found in [85]. To simplify

the overall analysis, commercial load characteristics are assumed for all the buses. Fig-

ure 3.13 shows an example load pro�le for a peak summer day of a small of�ce building

located in Oklahoma City. The non-HVAC appliances together contribute approximately

47% of the total building peak load for this speci�c load pro�le. Therefore, it is assumed in

the PV smoothing analysis that only 53% of the nodal peak power is consumed by HVAC

equipment and used as the main �exible resource. The power consumed by the test unit dur-

ing the experimental tests is scaled to the nominal power capacities of the various buses in a
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synchronized manner. This allows assessment of the effectiveness when the smoothing so-

lution is adopted by all buildings connected to the distribution network. The same (nominal)

power factor is applied for HVAC and non-HVAC loads.

Figure 3.13: Diurnal electrical demand of a typical commercial building.

a. Building ThermalModel

Assuming time-invariant thermal parameters, a discrete-time model can be obtained to cal-

culate the zone temperature response for given cooling effect delivered to the indoor space

[30]

Cbld
Tz(t)

dt
= UA

�
To(t) � Tz(t)

�
+ Qint (t) � Q(t) (3.13)

whereCbld is the effective thermal capacitance of a building,UA is the overall conductance

between indoor and outdoor spaces,Qint is the internal heat gain andQ is the instantaneous

cooling delivered by the HVAC system. The building thermal capacitance can be estimated

based on a cyclic thermostat model Section 3.1.4. The parameters assumeNmax = 3 cy-

cles/hr andTdb = 0:56� C, based on results reported in a �eld study by Henderson and

Rengarajan [86]. The building thermal capacitance is derived from �eld measurements in
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a dozen of residential houses that were served by single-speed HVAC systems. However,

it captures typical building thermal inertia and can be used to analyze representative indoor

environmental responses for any type of HVAC equipment. The building overall thermal

conductanceUA is estimated as

UA =
Qrate

f os

1
TOD � Tbal;D

wheref os is the HVAC equipment oversizing factor (assuming a value of 1.2 in this study),

TOD is the design outdoor temperature (set to35� C) andTbal;D is the balance point outdoor

temperature (19:4� C) (see [87] for modeling details).

3.4 Results and Discussions

A number of parametric tests were undertaken to understand the sensitivity of control perfor-

mance under different operation settings. The parameters and the tested values are shown in

Table 3.1. The tests covered two voltage regulator deadbands, three compressor speed ramp

rate limits, two PV penetration levels and three building load ratios.

Table 3.1: Test parameter values

Test cases
SVR deadband (p.u.) 0.00625, 0.016
Compressor ramp limit
(RPM/s)

120, 240, 360

PV penetration 50%, 100%
Cooling load ratio 60%, 70%, 80%

3.4.1 PowerTrackingPerformance

There is an upper limit for the motor speed ramp rate imposed to protect the motor from

overstress. This limit determines how fast a compressor can respond to a speed command
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and thus can directly impact the power tracking performance. A higher ramp rate limit can

enable faster speed and power responses but may overstress the motor and lead to premature

failures. The VFD for the test unit has a recon�gurable parameter for the maximum ramp

rate, which is defaulted at 120 RPM/s and has the highest allowable value of 360 RPM/s.

The authors con�rmed with the compressor manufacturer that the products passed reliability

tests for different ramp rates in the range without noticeable impact on the compressor lifes-

pan. Experimental tests were carried out for three ramp rate limits: 120 RPM/s, 240 RPM/s

and 360 RPM/s. The test results are shown in Figure 3.14. The target power was generated

by the control strategy discussed in Section 3.2. The compressor speed command was de-

termined by the feedback-feedforward controller elaborated in Section 3.2.3 and sent to the

compressor VFD control board. The same control settings were used in the three tests with

the only difference being the VFD ramp rate limit. As expected, the ramp rate limit of 360

RPM/s resulted in the best tracking performance, while signi�cant delays in control actions

could be observed in the case with a ramp rate limit of 120 RPM/s. The results presented in

the remainder of the chapter were all obtained under a ramp rate limit of 360 RPM/s.

Figure 3.14: Power tracking results at different ramp rate limits.

Figure 3.15 and Figure 3.16 compare the power variations with and without PV smooth-

ing control at node 6, for a load ratio (� ld) of 70% and a PV penetration level (� P V ) of
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50%. The outermost pro�le is the total building electrical demand, including both control-

lable (HVAC) and non-controllable power uses. In these plots, the HVAC power collected

in the experiments was scaled according to the bus nominal load. The yellow shaded areas

correspond to PV power generation and the net demand is highlighted by blue shaded areas.

For the baseline case without PV smoothing, the building demand was relatively constant,

leading to a highly �uctuating net demand because of the volatile PV power output. The PV

smoothing controller varied the compressor speed in sync with the instantaneous solar power

and was able to effectively reduce the variation of the net demand. A few spikes were present

in the net demand, which were mainly caused by the communication delays (1 second) and

limited ramp rate of the compressor speed. With PV smoothing, the standard deviation of the

net demand was reduced from 0.012 MW to 0.0035 MW compared to the base case without

PV smoothing.

Figure 3.15: Power variations at node 6 with PV smoothing,� ld=70% and� P V = 50%.

3.4.2 ImpactonDistributionPV smoothing

Figure 3.17 compares variations of the voltage at bus 6 with and without PV smoothing. To

eliminate the in�uence of SVR tap operations on the nodal voltage, the SVR was temporar-
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Figure 3.16: Power variations at node 6 without PV smoothing,� ld=70% and� P V = 50%.

ily removed for this analysis. With suppressed �uctuations in net demand, the nodal voltage

variation could be much reduced using the PV smoothing strategy. Figure 3.18 shows com-

parative histograms of the bus 6 voltage for the two cases. Two voltage clusters existed

associated with the rising and falling of the solar power. Without PV smoothing, the two

clusters centered at 0.966 p.u. and 0.982 p.u., respectively. The smoothing strategy was able

to shorten the distance between the two clusters, with the voltage standard deviation reduced

from 0.0072 p.u. to 0.0032 p.u. Only bus 6 voltage is presented here since it has a direct

impact on the voltage regulator operations, which will be discussed in the following sections.

Buses further downstream of the network would see even greater voltage �uctuations driven

by solar volatility.

3.4.3 ImpactonSVROperations

The SVR is operated to maintain the secondary voltage, i.e., voltage at bus 6, within a pre-

scribed deadband. Fluctuations of the control voltage could trigger frequent SVR tap oper-

ations, which may accelerate aging of the tap changer and cause premature failures. SVR

tap operation control sequences were simulated as part of the distribution network model
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Figure 3.17: Comparison of bus 6 voltage for cases with and without PV smoothing;
� ld=70%,� P V = 50% and no SVRs. Standard deviations(STDs) are 0.0072 p.u. and 0.0032
p.u. for cases without and with PV smoothing.

Figure 3.18: Histograms of bus 6 voltage;� ld=70%,� P V = 50% and no SVRs.

described in Section 3.3.2. Figure 3.19 depicts the variations of the SVR secondary voltage

and Figure 3.20 shows the tap operations for cases with and without proactive PV smooth-

ing. These simulations assumed a voltage deadband of 0.00625 p.u. It should be noted that

results during the simulation initialization period are not presented. At the beginning of

simulation, the tap changer stepped up from an initial position (zero) to a point where the

resultant voltage fell within the deadband. It can be observed that with PV smoothing, the

voltage was well maintained inside the deadband and no tap position change was executed.
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