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Abstract

Microbursts are a rapidly evolving, vertically oriented meteorological phenomena

that can be extremely hazardous to aviation, and other human activities, if left undetected.

The temporal resolution and vertical sampling of the current operational weather radar

network (NEXRAD) is too coarse to properly observe the evolution of microbursts and

their precursor signatures. However, a potential polarimetric phased array weather radar

(PAR) should be able to improve both temporal resolution and spatial sampling of the

atmosphere to provide better observation of rapidly evolving hazards such as microbursts.

All-digital PAR technology is extremely flexible as a wide array of scanning techniques are

available to use; however, this flexibility is not without trade-offs, and these trade-offs are

important for understanding how a potential PAR network would operate.

This thesis will lay out a framework and tool set for the study of microbursts and

their precursor signatures with varying PAR scanning strategies. This project is the first of

its kind to investigate the question of what trade-offs are associated with different scanning

strategies when using a planar, mechanically rotating, all-digital PAR to observe and de-

tect microbursts and their precursor signatures, including dual-polarization variables. The

scanning strategies analyzed include a traditional volume coverage pattern (VCP) 212, a

true range-height indicator (RHI) scan, and imaging at three different spoiled beamwidths

in elevation. VCP 212 represents the current operational capacity for microburst observa-

tion and detection. True RHI scanning and imaging are more feasible on a PAR system,

and they can provide faster temporal resolution and finer vertical sampling.

The framework and tools developed herein are tested in a proof-of-concept anal-

ysis by looking at a single wet microburst producing storm generated within a numerical

weather prediction (NWP) simulation. Using this NWP simulation data, scanning strate-

gies are implemented through the use of a radar emulator, RSim. These emulations are

then analyzed both qualitatively and quantitatively to compare size, shape, and intensity

observations of different microburst precursor signatures: descending reflectivity columns
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(DRCs), specific differential phase (KDP) cores, and mid-level convergence. Because of

the use of NWP simulations, error analysis is also performed to characterize the impact of

estimation errors. The results of this test case analysis of one wet microburst imply that,

when utilizing imaging, there is a limit to the benefits provided by increased temporal reso-

lution. This limit occurs at temporal resolutions equal to 30 s and an imaging spoil factor of

5�. When utilizing any spoil factor larger than 5�, the effects of data degradation become

too great for the scanning strategy to overcome, and the representativeness of the model

environment is degraded and estimation errors become large. However, these results can

only be considered preliminary because the analysis only serves as a proof-of-concept.
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Chapter 1

Introduction

1.1 Background and Motivation

One of the most extensive weather radar networks in existence is the Next Genera-

tion Weather Radar (NEXRAD) system located in the United States (US). The NEXRAD

network was the result of a billion-dollar modernization effort in the late 1980s and early

1990s for the National Weather Service (NWS) (Bleistein, 2010). The NEXRAD network

is comprised of Weather Surveillance Radar - 1988 Doppler (WSR-88D) radars that were

installed from 1990 through 1997 (Crum and Alberty, 1993). NEXRAD is a joint effort be-

tween three different federal agencies that extensively use it to perform their duties outlined

by the US government. These three agencies are the National Weather Service (NWS),

Federal Aviation Administration (FAA), and the Department of Defense (DoD). Different

WSR-88Ds are “owned” by the three different federal agencies, but the entire network is

primarily used by each for weather monitoring. This shared use of the NEXRAD system

has been a great cost-saver for everyone involved because new algorithms and any other

improvements developed with funding from one agency are available to everyone (Bleis-

tein, 2010). In 2013, the entire NEXRAD network was upgraded to be capable of utilizing

dual-polarization technology which can dramatically improve the observations made by the

radars (Smalley et al., 2015). Currently, there are 159 operational NEXRAD WSR-88D

radars throughout the United States and its territories (Guam and Puerto Rico). Generally

speaking, the coverage provided by these radars is very beneficial for looking at the lower

atmosphere over the majority of the United States (Figure 1.1) (Radar Operations Center,

2021a).

The current NEXRAD system is nearing its operational lifetime, and the WSR-88Ds

have almost gone through a full Service Life Extension Program (SLEP) which focused on
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Figure 1.1: Map of the contiguous United States and Puerto Rico showing NEXRAD
coverage below 10,000 feet above ground level (AGL) (Radar Operations Center, 2021a).

digital signal processor technology refreshment, transmitter refurbishment, pedestal refur-

bishment, and equipment shelter refurbishment (Radar Operations Center, 2021b). Because

no current replacement has been determined for the WSR-88D NEXRAD network, there

is preparation for a future SLEP to hopefully extend the WSR-88D network through 2040.

However, it is not feasible to continually perform SLEPs on an aging weather radar network

because the cost of continuing will ultimately become too burdensome. Thus, the need for

a viable replacement of the NEXRAD network has become of great importance over recent

years. However, in order to get everything in place to replace the NEXRAD network in

the late 2030s, a decision will need to be made regarding the design of the network before

2030 (Weber et al., 2019).

The NWS has already stated that more rapid temporal resolution is vital moving for-

ward (FAA, 2017). Any future operational weather radar network is required to perform at

least as well as the current WSR-88D network in terms of spatial sampling (1� beamwidth
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and 0:5� sampling for super resolution with 250 meter range sampling). However, it is

required that this new network also have a temporal resolution much finer than the cur-

rent NEXRAD network. The current WSR-88Ds have volumetric update times anywhere

between 4 and 7 min depending upon which volume coverage pattern (VCP) is used and

what scanning techniques are chosen (Automated Volume Scan Evaluation and Termination

(AVSET), Multiple Elevation Scan Option for Supplemental Adaptive Intra-Volume Low-

Level Scan (MESO-SAILS), and Mid-Volume Rescan of Low-Level Elevations (MRLE)).

These scanning techniques attempt to provide faster updates for the most important eleva-

tions to the operational meteorologist by rescanning the lowest elevation (SAILS), lowest

group of elevations (MRLE). or by skipping the uppermost elevations if there are no signif-

icant echoes (AVSET). Although these scanning strategies generally help with providing

faster updated information of important features (e.g., the 0:5� elevation for mesocyclone

tracking and tornado vortex signature characterization), both SAILS and MRLE can lead

to longer VCP update times resulting in delayed full-volume updates. These full-volume

updates are vital to detect many radar signatures utilizing a full volume of data (e.g., hail

size estimation), observe rapidly evolving meteorological phenomena, and for data assimi-

lation (Wolfson and Meuse, 1993; Heinselman et al., 2012; Sun et al., 2014; Supinie et al.,

2017). According to initial performance requirements, the required temporal resolution for

a replacement system is 1 minute which is a large improvement upon the current NEXRAD

VCP update times (FAA, 2017).

These faster update times have shown to be greatly beneficial in a number of areas of

meteorological concern ranging from tornado observation and tracking, data assimilation,

Quantitative Precipitation Estimates (QPE), and microburst detection (Wolfson and Meuse,

1993; Zrnic et al., 2007; Wang and Chandrasekar, 2010; Heinselman et al., 2012; Newman

and Heinselman, 2012; Sun et al., 2014; Wilson et al., 2017; Supinie et al., 2017). While

all of the above meteorological concerns are important, it is the purpose of this thesis to

detail the framework that was developed to study the benefits and trade-offs of a potential
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future operational phased array radar (PAR) system in the detection and observation of wet

microbursts and their precursor signatures.

One of the largest advantages of a PAR system is the scanning flexibility. A future PAR

can utilize different scanning strategies such as beam-multiplexing (Yu et al., 2007), imag-

ing (Isom et al., 2013), conventional VCPs, and adaptive scanning (Torres and Schvartz-

man, 2020) just to name a few. These different scanning strategies not only provide in-

creased temporal resolution (to the NWS requirement of one minute for a NEXRAD re-

placement), but can also provide faster updates than the future 1-minute operational re-

quirement. However, these faster updates have a few limitations such as the degradation

of data quality. For example, imaging has been shown to provide updates over a 90��20�

sector in as little as six seconds (Kurdzo et al., 2017; Salazar et al., 2019); however, this

quick update time requires using a 20� spoiled transmit beam, and the sidelobes associated

with a 20� spoiled transmit beam are much higher than those associated with a pencil beam

(1� beamwidth) which degrades the data quality. Furthermore, increased beam spoiling can

degrade the sensitivity of the radar to negatively impacts its ability to detect weak echoes

(especially at long ranges). Thus, the question becomes, with respect to microbursts and

their precursor signatures, what is more important? Is it more important to have a fast tem-

poral resolution to better observe the evolution of the signatures in question, to have good

quality data to verify these signatures are accurately represented, or a combination of the

two?

Previous research by Mahre et al. (2020) began to answer these questions by examining

signatures associated with tornadoes such as tornado debris signatures (TDS) and mesocy-

clone strength (Mahre, 2020). However, these questions have never been answered in the

context of microbursts. The overarching goal of this work is to develop a framework and

tool set to study and quantify the trade-offs of using different scanning strategies to observe

and detect microbursts and their associated precursor signatures.
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1.2 Phased Array Radar

The leading candidate for a NEXRAD replacement appears to be a rotating PAR sys-

tem, and a future PAR network has shown promise for meeting the National Oceanic and

Atmospheric Administration’s (NOAA) requirements including the temporal resolution of

one minute. Much research has occurred over the past decade to study a future operational

PAR network’s feasibility. This research has focused on many different aspects of the

necessary requirements for generating a future operational radar network such as data col-

lection from prototype systems (Zrnic et al., 2007; Weber et al., 2020; Torres and Schvartz-

man, 2020), assessment of rapid-scan PAR benefits (Heinselman et al., 2008; Adachi et al.,

2016; Kuster et al., 2016, 2021), potential signal processing techniques and benefits (Yu

et al., 2007; Kurdzo et al., 2014; Zrnic et al., 2015; Melnikov et al., 2015), radar calibration

(Fulton et al., 2016; Schuss et al., 2016; Fulton et al., 2018; Ivic et al., 2018), and adap-

tive scanning techniques (Heinselman and Torres, 2011; Torres et al., 2014; Torres and

Schvartzman, 2020).

1.2.1 What is a PAR?

Before diving into the history of PARs, it is important to lay the groundwork and define

what is meant by the term “Phased Array Radar.” At its most fundamental level, a PAR con-

sists of multiple radiating elements that can transmit and receive a signal (Skolnik, 1981;

NSSL, 2022a; Mailloux, 2005). These radiating elements are arranged together to form a

“phased array antenna” which is then used for transmitting and receiving electromagnetic

(EM) engery. This antenna can be arranged in multiple different array patterns and can

either be stationary or rotated mechanically depending on the radar architecture (Butler,

1998; Yu et al., 2007; Hondl and Emanuel, 2019; Schvartzman, 2020; NSSL, 2022b).

PARs differ significantly from their WSR-88D counterparts with mechanically rotating

parabolic antenna. PARs operate on the premise of electronically generating the radar

beam from an antenna of thousands of radiating elements, while WSR-88Ds use a single
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parabolic reflector to form the radar beam. Due to the antenna design of many transmit-

receive elements, PARs can electronically shape and steer the beam almost instantaneously

by controlling the phase and amplitude of each radiator’s element; however, the WSR-88D

radars require mechanical rotation of the parabolic dish in both azimuth and elevation to

complete a volume scan (Skolnik, 1981; Zrnic et al., 2007). It should be noted that single-

face PARs can be mechanically rotated in azimuth and elevation in order to scan a full 360�

which serves as the baseline and leading architecture for a NEXRAD replacement network

due to costs and dual-polarization data quality concerns (Schvartzman, 2020; Weber et al.,

2021).

Until recently, all operational PARs had been single-polarization radars as there have

been many different challenges with implementing dual-polarization on PARs (Zhang et al.,

2008; Fulton and Chappell, 2010; Morin et al., 2019). These issues range from complica-

tions with weather radar calibration and measurements to maintaining gain and phase toler-

ances to poor cross-polar isolation associated with steering angles far off boresight (Fulton

and Chappell, 2010; Morin et al., 2019). These issues are continually being addressed, and

progress is being made through the development and operation of new dual-polarization

PARs (Palmer et al., 2019; Salazar et al., 2019; Schvartzman, 2020; Schvartzman et al.,

2022a,b; Torres and Wasielewski, 2022).

1.2.2 PAR History

The earliest operational use of PARs - defined as steered beam array antennas - can be

traced back all the way to World War II by the British, Americans, and Germans (Skolnik,

1981). This technology made it possible to not only track objects in an easier manner, but

it also allowed for the detecting and tracking of multiple objects (Visser, 2005). The phase

shifts were accomplished using mechanical phase shifters; however, switching these to

electronic phase shifters in the 1950s greatly increased the switching and steering speed of

the beam allowing greater flexibility for detection and tracking objects of interest (Visser,
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2005). In 1958, the US Navy attempted to develop a phased-array surface-to-air system

called Typhon to offer more advanced multi-target abilities (Dranidis, 2003). By the 1960s,

digital phase shifters were introduced allowing for even more flexibility and allowing for

a computer to control the electronic steering of the beam (Visser, 2005). This lead to the

development of the SPY-1/Aegis family of radars that were first demonstrated in 1977 and

first used operationally in 1983 (Dranidis, 2003).

PARs up until this point required a feed network to operate and are known as “passive”

radars. The feed network system would deliver the energy to be radiated from a single

source to the individual radiators. This was not the best option because it was bulky, com-

plicated, and subject to energy loss (Visser, 2005). However, in the 1980s, new PARs were

designed to be “active” (Visser, 2005). The “active” terminology indicates that instead of

relying on the feed network to supply the energy from a singular source (i.e., power ampli-

fier), each individual radiator is equipped with its own transmitter, and this technology has

been used ever since.

While PAR technology had been extensively used by the US Navy and DoD, it was

not until the turn of the century when the meteorological community would begin to ex-

tensively investigate the benefits and limitations of PAR for weather observations. This

occurred when collaborations between the US government, private sector companies, and

the University of Oklahoma (OU) lead to the US Navy loaning a SPY-1A antenna to the

National Severe Storms Laboratory (NSSL) (Forsyth et al., 2005). The antenna was in-

stalled at the National Weather Radar Testbed (NWRT) in Norman, Oklahoma about 20

km away from the Twin Lakes, Oklahoma (KTLX) WSR-88D radar (Heinselman et al.,

2008; Bowden, 2014). Modifications were made so the 4352 element planar antenna was

suitable for weather surveillance, but the radar began collecting data in May 2004 after

some performance issues delayed the initial data collection (Forsyth et al., 2005; Bowden,

2014). The NWRT PAR was decommissioned in 2016 to make way for the Advanced

Technology Demonstrator (ATD). This was a major upgrade in that the ATD uses modern
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technology, contains an overlapped sub-array architecture, and more importantly, is dual-

polarization. The ATD became operational in the spring of 2021 and continues the legacy

of the NWRT PAR by providing regular PAR data to the meteorological community to test

the viability of polarimetric PARs as a potential replacement for the NEXRAD network.

Soon after the NWRT PAR started collecting data, other PARs began to be developed

in the research community, but these radars were mobile. The use of mobile radars - not

just mobile PARs - has been extensive and invaluable to our understandings of convective

storms, supercells, and tornadoes (Wurman and Randall, 2001; Bluestein et al., 2010; Paz-

many et al., 2013; Isom et al., 2013; Kurdzo et al., 2017). The first true mobile PAR that

was developed for meteorological purposes was the Meteorological Weather Radar 2005

X-band Phased Array (MWR-05XP), and it was a modified Army tactical radar (Bluestein

et al., 2010). The single-polarized MWR-05XP could be scanned electronically in eleva-

tion; however, it was limited in electronic azimuthal scanning (via frequency hopping), so

it also employed rapid mechanical azimuth scanning to reach speeds of 180�s�1 (Bluestein

et al., 2010). The main downside of MWR-05XP to other conventional mobile radars was

the fact that the half-power beamwidth was roughly 2� in both azimuth and elevation; how-

ever, it was able to provide an update time on the order of tens of seconds which was a great

benefit for the observation of storm-scale features and studies of tornadogenesis (Bluestein

et al., 2010; French et al., 2013).

A few years later, another mobile PAR was developed based on a new technique to

observe storms: imaging (which is discussed more in Section 2.2.3.4). The Atmospheric

Imaging Radar (AIR) was developed by the Advanced Radar Research Center (ARRC)

at the OU, and its first field campaign occurred in the spring of 2012 (Isom et al., 2013;

Kurdzo et al., 2017). After performing digital beamforming, the AIR was characterized

by 1� beamwidth in azimuth and elevation and could complete a 90��20� sector in under

6 s (Kurdzo et al., 2017). However, the AIR was a single-polarization radar, so no dual-

polarization signatures were observed with it.

8



Two future mobile PAR radars include the Polarimetric Atmospheric Imaging Radar

(PAIR) and an all-digital PAR (Horus). The PAIR will be a C-band mobile radar with 1:5�

azimuthal and elevation resolution, 10-m range resolution, and should be able to scan a

360�� 20� in about 6 s (Salazar et al., 2019). The PAIR will be made up of 76 subarray

panels with 64 elements on each panel for a total of 4,864 elements (Salazar et al., 2019).

One of the largest advantages of the PAIR over its predecessor is its dual-polarization de-

sign allows it to also measure dual-polarization variables such as differential phase (Fdp),

differential reflectivity (ZDR), and correlation coefficient (rhv) along with the single polar-

ization variables of reflectivity factor (Zh), radial velocity (vr), and spectrum width (sv).

Horus is another new mobile PAR being built by the ARRC at OU. Horus will be an

all-digital, S-band polarimetric PAR (Palmer et al., 2019). Horus will ultimately be one

of the most advanced radars in the nation (Kirker, 2018; Smith, 2018; Dynamic Sealing

Technologies, Inc., 2020). At the current scale, the S-band Horus does not provide the

ideal angular resolution expected with weather radars; however, the design of Horus is

“extremely scalable”, so future larger scale radars are not expected to have this problem

(Palmer et al., 2019). This project exploits the all-digital system with a full-size antenna

aperture. Thus, the system utilized herein can be considered a full-scale version of Horus.

1.2.3 PAR Applications

Since PARs started to be used by the meteorological community, there has been much

research into how they could be applied to different meteorological phenomena. This on-

going research encompasses many different areas from which techniques are best for rapid

scanning to producing observations of rapidly evolving meteorological processes to even

gauging potential impacts and benefits to operational forecasters.
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Figure 1.2: An example of the all-digital dual-polarization, mobile S-band radar (Horus).
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1.2.3.1 Rapid Scanning Techniques

The beauty of all-digital PAR, like Horus, is that it provides so much flexibility that can

be utilized to achieve many things dependent upon the desired need at any given time. This

flexibility can be manipulated to provide faster update times, enhanced data quality, finer

sampling, or a combination of the three. These techniques range from beam-multiplexing

(Yu et al., 2007), multiple-beam technique (MBT) (Zrnic et al., 2015; Melnikov et al.,

2015), and imaging (Isom et al., 2013; Mahre et al., 2020) just to name a few.

Each of these techniques has shown promise in allowing faster update times while gen-

erally preserving data quality. Beam-multiplexing (BMX) can improve data acquisition

time by a factor of 2–4 while preserving data quality by exploiting the idea of independent-

pair sampling (IPS) (Yu et al., 2007; Mahre, 2020; Mahre et al., 2020). The MBT transmits

a certain number of beams, Nb, in Nb directions in rapid succession and then uses digi-

tal beamforming to separate the beams on receive; however, there are limitations to the

multiple-beam technique, but the update times can be reduced by a factor equal to Nb (for

Nb > 1) (Zrnic et al., 2015; Melnikov et al., 2015; Mahre et al., 2020). Now, while BMX

and MBT do show promise in providing faster update times without loss of resolution or

data quality, they are outside the scope of this study which looks to have applications not

only to the Horus radar but also to the PAIR.

Imaging is another promising scanning technique that can drastically improve volumet-

ric update time and will be analyzed within this study. At its core, imaging operates by

transmitting a spoiled beam in azimuth and/or elevation to cover a large area with individ-

ual narrow receive beams formed through digital beamforming (Isom et al., 2013; Mahre,

2020). It has been shown that imaging can scan an entire 90� by 20� sector in as little as

6 seconds (Isom et al., 2013; Kurdzo et al., 2017). However, the trade-offs of utilizing this

method include higher sidelobe levels, reduced sensitivity, and a broader mainlobe (Mahre

et al., 2020).
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One major benefit of imaging is the ability to spoil a transmit beam into different widths

to quickly measure a larger volume - while balancing the aforementioned trade-offs. For ex-

ample, the spoiled transmit beam can be spoiled to 2:5�, 5�, 10�, and even 20� beamwidths.

Furthermore, due to the digital beamforming techniques employed to generate the receive

beams, there is the possibility to oversample within the original transmitted beam. For ex-

ample, in theory, within the 5� spoiled transmit beam, one could capture five receive beams

spaced by 1:0�, nine spaced by 0:5�, or any number of arbitrary elevation angles.

1.2.3.2 PAR Observations of Meteorological Phenomena

PAR data have provided high temporal resolution observations of different convective-

scale processes. These observations are vital as they provide the baseline for future PAR

research and help researchers connect the engineering behind PAR technology to the actual

meteorology occurring in the atmosphere.

The first major study to examine the observations associated with an S-band single po-

larization PAR data was Heinselman et al. (2008), and they examined how well the NWRT

PAR observed different severe weather threats along with what benefits higher temporal

resolution provided. In the study, the authors performed analysis of three separate cases

involving rapidly evolving severe threats associated with deep convective storms (Heinsel-

man et al., 2008). More specifically, they looked at a reintensifying supercell, microburst,

and hailstorm with update times on the order of 1-min. In every situation, it was found

that the high temporal resolution was advantageous compared to a traditional WSR-88D as

storm-scale processes were observed, analyzed, and tracked with greater accuracy in both

reflectivity and velocity, particularly in the vertical column (Heinselman et al., 2008).

Another analysis of NWRT PAR observations was performed by Newman and Hein-

selman (2012). This analysis focused on a quasi-linear convective system (QLCS) using

a similar temporal resolution as Heinselman et al. (2008). Within the QLCS, different ob-

servations were made with the PAR and then compared to the nearby KTLX WSR-88D
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radar. These observations included a microburst, the midlevel jet, and the development

and enhancement of a mesovortex circulation (Newman and Heinselman, 2012). Within

this analysis, the pseudo-RHI PAR data was able to provide high vertical resolution with

22 elevation angles compared to the 14 elevation angles used by KTLX, and the temporal

resolution was at worst 2 min for the NWRT PAR compared to the 4–6 min updates as-

socaited with KTLX (Newman and Heinselman, 2012). Within the comparisons between

the NWRT PAR and KTLX, it was shown that these higher temporal resolution volumet-

ric updates associated with PARs revealed potential precursors for damaging circulations

in QLCSs such as a descending reflectivity column and the descent of high velocity from

the midlevel jet toward the surface (Newman and Heinselman, 2012). It was also shown

that the NWRT PAR data exhibited the descent of the microburst’s reflectivity column in

multiple volumetric updates compared to KTLX’s one (Newman and Heinselman, 2012).

Kuster et al. (2015) put together an analysis of the May 31, 2013 El Reno, Oklahoma

tornadoes to detail the advantages of PAR data from a forecaster’s perspective. In the anal-

ysis, a forecaster who worked the event in real-time provided insights into the analysis

between the 70-s NWRT PAR data and the 4.58 min KTLX data (Kuster et al., 2015).

Within this analysis, the higher resolution PAR data was most advantageous when observ-

ing cycles of the low to midlevel mesocylones, changes in the extent and magnitude of

storm inflow, rapid intensification of the two tornado vortex signatures, abrupt changes in

the tornado circulation’s motion, and more precision in the tornadic circulation’s location

(Kuster et al., 2015). This information can be vitally important for nowcasting and warn-

ing operations, as the forecaster can better communicate the location and magnitude of the

threat to the public, first responders, and emergency managers (Kuster et al., 2015).

Adachi et al. (2016) utilized an X-band PAR to take rapid volumetric observations of

a wet microburst in Japan. This analysis observed a DRC that developed around 3–5 km

above ground level (AGL) and rapidly descended to the surface. Furthermore, a reflectivity

notch was also observed that was believed to be associated with midlevel inflow. Adachi
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et al. (2016) eventually concluded that in addition to hydrometeor loading, the entrainment

of midlevel dry air can play a role in driving a strong downdraft through evaporative cool-

ing, and the precursors observed by the PAR were useful to provide a 5–10 min leadtime

to the occurrence of low-level wind shear (downburst).

A paper detailing the analysis of observations from the X-band single-polarization AIR

was published showcasing how atmospheric imaging performs in observing different severe

storms (Kurdzo et al., 2017). Kurdzo et al. (2017) showcase the benefits of atmospheric

imaging in being able to capture storm-scale features with a temporal resolution of 5–

10 s. The observations presented showed changes in reflectivity structures that were likely

associated with debris, the rapid intensification and dissipation of mesocyclones, and a

transition of a large tornado into a rope stage tornado (Kurdzo et al., 2017). Griffen et al.

(2019) also utilized AIR data to document the evolution of a dissipating tornado and were

able to illustrate rapid changes in mesocyclone and tornado-scale processes over a few

minutes.

A more recent paper by Kuster et al. (2021) used observations by KOUN for downburst

precursor analysis. In this study, the authors detail the possibility and promise in using

KDP cores as a precursor signature to downbursts/microbursts at the surface (Kuster et al.,

2021). Further research is ongoing to provide more observations of severe storms using

PARs, and much focus has been to include dual-polarization observations from the ATD

as well with the development and future deployment of the PAIR (Salazar et al., 2019) and

Horus (Palmer et al., 2019).

1.2.3.3 Impact of PAR Data on Forecaster Decision Making

Finally, the impact and potential benefits to forecasters of rapid-scanning PAR data is

an important research area if PARs are to be used operationally in the future. Much of the

original concern was that the forecaster would become too inundated with information to

effectively perform their duties with the use of rapid-scanning PAR technology. However,
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that is not necessarily the case. Four notable studies looked into this question deeply to

see how forecasters performed using rapid-scanning PAR technology in an operational set-

ting. These experiments operated under the name “Phased Array Radar Innovative Sensing

Experiment (PARISE),” and they were held in 2010 (Heinselman et al., 2012), 2012 (Hein-

selman et al., 2015b), 2013 (Bowden, 2014; Bowden et al., 2015), and 2015 (Wilson et al.,

2017).

The initial PARISE experiment in 2010 looked specifically at how well forecasters were

able to warn on weak, short-lived tornadoes and involved comparing volumetric PAR data

of 43 s to 4.5 min (Bowden, 2014; Heinselman et al., 2012; Bowden and Heinselman, 2016;

Wilson et al., 2017). The forecasters that used the 43-s volume scans warned on an EF-1

tornado with a warning lead time of 11–18 min compared to the 0–6 min for the forecasters

using the 4.5-min data (Bowden, 2014). Although the forecasters using rapid data did have

longer warning lead times, they also had a higher false alarm ratio (FAR) which was of

concern to the researchers (Heinselman et al., 2012; Wilson et al., 2017).

The concern about a higher FAR associated with the use of PAR data along with the

small sample size lead to the 2012 PARISE which featured a new design of the experiment

and increased number of cases for the participants (Heinselman et al., 2015b; Wilson et al.,

2017). The main change was that forecasters worked individually on two weak tornadic

and two non-tornadic cases using one minute PAR data (Bowden, 2014; Wilson et al.,

2017). With the changes to the experiment, the median tornado warning lead time was

20 min, exceeding the EF0/EF1 warning lead time at the participants forecast offices (7

min) and NWS regions (8 min); furthermore, all but one participant had a FAR less than

0.5 indicating that the warning accuracy was better than random chance (Bowden, 2014;

Heinselman et al., 2015b; Wilson et al., 2017).

The 2010 and 2012 PARISE experiments focused only on weak tornado events; thus,

the 2013 PARISE experiment focused on warning decision processes during severe hail

and wind events in order to understand how rapid updates impacted other severe warning
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decisions (Bowden, 2014; Bowden et al., 2015; Bowden and Heinselman, 2016). This ex-

periment featured a control group (given 5-min updates) and an experimental group (given

1-min updates), and each group worked a simulated real-time event for a marginally severe

hail event and a severe hail and wind event (Bowden, 2014; Bowden et al., 2015; Wilson

et al., 2017). It was shown that the experimental group achieved a statistically significant

increase in lead times with 21.5 min compared to the control group’s 17.3 min (Bowden

et al., 2015; Wilson et al., 2017).

The 2015 PARISE experiment looked to utilize information gathered in the previous

three PARISE experiments and address limitations while also continuing to further re-

searchers’ understanding of forecasters’ warning decision process (Wilson et al., 2017).

The 2015 experiment had nine separate PAR cases observed by 30 participating forecasters

with varying PAR update times ranging from 1 to 5 minutes (Heinselman et al., 2015a;

Wilson et al., 2017). It was shown that the increasing temporal resolution showed the

greatest benefit during the tornadic events; furthermore, there was a tendency for a longer

initial warning lead times associated with severe wind and severe hail events (Wilson et al.,

2017). The findings from these PARISE experiments show promise in forecasters’ ability

to leverage faster update times to provide longer warning lead times not only for tornadic

events, but also severe hail/wind events, which is promising for warnings associated with

rapidly evolving events such as microburst/downbursts (Bowden et al., 2015; Bowden and

Heinselman, 2016; Wilson et al., 2017).

Over the course of all PARISE experiments, it was reported that forecasters were not

cognitively overloaded; however, the was a slight increase in the cognitive workload due

to temporal resolution (Heinselman et al., 2015a; Wilson et al., 2017). However, Wilson

et al. (2017) further concluded that cognitive workload would rarely reach the excessive

level for forecasters, and if the cognitive workload did reach the excessive level, it was not

necessarily due to the influx of radar data with fast temporal resolution.
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1.3 Microbursts

1.3.1 Microburst History

In the late 1970s and into the 1980s, Ted Fujita spent considerable time performing

aerial surveys of the “effect of diverging winds” caused by thunderstorms (Fujita, 1981;

Wakimoto, 2001). These winds were associated with strong, intense winds related to

downdrafts as defined by Byers and Braham (1949). However, it was not until a couple

decades later that the meteorology community and public would get a new term associated

with downdrafts when Miller (1972) would define a “downrush” in his “Glossary of Se-

lected Terms”. Now, Ted Fujita argued that the term “downrush” implies that the winds

are stronger than those associated with a “downdraft” defined in The Thunderstorm by

Byers and Braham (1949) (Fujita, 1981). However, even after Miller (1972) coined the

term “downrush”, there was still not a term that was used to define an “extremely intense”

downdraft similar to how an “extremely intense” or “damaging” tropical cyclone is termed

a hurricane once a certain wind speed threshold is reached (Fujita and Caracena, 1977).

Fujita (1976) and Fujita and Byers (1977) proposed the use of the term “downburst” when

the “downdraft speed becomes comparable to or greater than the approximate rate of de-

scent or climb of a jet aircraft [which is about 3.6 m s�1] on the final approach or takeoff at

91 m (300 ft) above the surface” (Fujita, 1981; Fujita and Caracena, 1977). This definition

would place a “downburst” into the uppermost category of “extremely intense” downdrafts,

and this new term would carry the full weight of being associated with words like “strong”,

“intense”, or “damaging” especially to aircraft operation near the surface.

One question that this raises is why was the term “downburst” dependent upon the rate

of descent or climb of a jet aircraft? Well, the answer lies within the looking back into the

1970s and 1980s at a notable near miss and other airline accidents. On 1 August 1983,

2 years and 122 days after John Hinckley Jr. attempted to assassinate President Ronald

Reagan, President Reagan was arriving at Andrews Air Force Base in Air Force One and

landed at 1404 EDT on a dry runway (Samenow, 2013; Smith, 2014; van der Voort, 2021).
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About five minutes later (1409:20 EDT), the winds began to increase from the northeast,

and they reached a peak of greater than 61 m s�1 at 1410:45 EDT. As the eye of the

microburst passed over the anemometer, wind speeds rapidly decreased to about 2 kts.

Finally, as the back side of the microburst passed over the anemometer, the second wind

peak occurred at 1413:40 EDT with winds from the southeast (Fujita, 1985; Wakimoto,

2001; Samenow, 2013; Smith, 2014). The President, passengers, and crew of Air Force

One were extremely lucky that day for missing a microburst while trying to land at Andrews

Air Force Base; however, others were not so lucky. Table 1.1 showcases 11 such airliner

accidents from 1973 through 1994, with the majority happening prior to 1986. These 11

accidents were devastating because of the death toll and amount of lives changed through

injuries or loss of loved ones. Sadly, it was not until the widely publicized crash of Delta

Flight 191 in Dallas/Fort Worth on 2 August 1985 that the FAA began to quickly promote

the generation of algorithms and trainings that could help pilots and air traffic controllers

detect the threat of “wind shear”, or “downbursts”, in and around airports (Samenow, 2013;

Smith, 2014).

Table 1.1: Details of 11 notable airline crashes that occurred between 1973 and 1994. �8
persons were killed on the ground when the airliner crashed making the death toll greater

than the number of passengers and crew on board.

Date Flight Airport Passengers Injuries Deaths
23 Jul. 1973 Ozark Airlines 809 St. Louis Lambert 44 6 38
30 Jan. 1974 Pan Am 806 Pago Pago 101 4 97
24 Jun. 1975 Eastern 66 JFK Airport 124 11 113
7 Aug. 1975 Continental 426 Denver-Stapleton 143 0 0
23 Jun. 1976 Allegheny 121 Philadelphia 106 86 0
3 Jun. 1977 Continental 63 Tuscon 91 0 0
9 Jul. 1982 Pan Am 759 New Orleans 145 - 153�

11 Jan. 1984 USAir 183 Detroit Metro. 56 10 0
31 May 1984 United 663 Denver-Stepleton 105 0 0
2 Aug. 1985 Delta 191 Dallas/Ft. Worth 152 25 136
2 Jul. 1994 USAir 1016 Charlotte-Douglas 57 20 37

Total 1,124 162 564
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With downbursts formally coming on the radar for many in the meteorology and avi-

ation community, much more work was done to better understand and detect this phe-

nomenon that can be so devastating to human activities - especially aviation. During this

research period, the research of earlier scientists like Ted Fujita, John McCarthy, Roger

Wakimoto, Fernando Caracena, and Horace Byers - just to name a few - was vital to further

our understanding of downbursts because they had laid the ground work for newer research

to flourish. These five scientists are responsible for some of the earliest avoidance proce-

dures for dealing with downbursts and are responsible for much of our understanding and

conceptual models.

1.3.2 Microburst Conceptual Models from Early Observations

Now, downbursts are a type of severe thunderstorm wind, and there are multiple dif-

ferent types of severe thunderstorm winds on varying different temporal and spatial scales.

The downburst itself is within a broader scaling system of severe thunderstorm winds that

Fujita observed during aerial surveys that were the foundation for some of his papers in

the early 1980s (Fujita, 1981; Fujita and Wakimoto, 1981). In them, the downburst corre-

sponds to a Meso-b feature, and it is at this point in history where the term “microburst”

was coined as “a misoscale downburst with is horizontal dimension < 4 km” (Fujita, 1981;

Fujita and Wakimoto, 1981; Wakimoto, 1985) (Figure 1.3). A few years later, Wilson et al.

(1984) added to this definition by also requiring radar measured differential velocity signa-

tures across the divergent center to be greater than 10 m s�1.

An important goal of the meteorological community is being able to conceptualize the

complex nature of the atmosphere and its phenomena. This is no less true when it comes to

microbursts. One of the earliest conceptual models was put together by Ted Fujita (1985)

(Figure 1.4). In Figure 1.4, one can see the stages of the microbursts as it transitions

from a “Midair Microburst” to a “Surface Microburst”. A “midair microburst” is when

a microburst has the characteristic winds located above anemometer heights, and it can

19



Figure 1.3: Figure 1 from Fujita (1981) classifying downburst damage patterns into 5
scales ranging from maso-b to miso-b . The microbursts are considered to be miso-a

scale and often occur without a parent downburst.

dissipate while still aloft or continue its descent toward the surface (Fujita, 1985). Once

the microburst reaches the surface, it is called a “surface microburst” and begins to spread

out to maintain mass continuity and the conservation of momentum. Thus, this is a prime

example of a conceptual model helping us observe pheonomena such as mass continuity

and the conservation of momentum.

However, microbursts can be split into two different types depending upon the amount

of rainfall and peak radar reflectivity factor value associated with the specified storm cell

(Rodi et al., 1983; Wolfson, 1983; Caracena et al., 1983; Wilson et al., 1984; Wakimoto,

1985; Atkins and Wakimoto, 1991; Wakimoto, 2001). A dry, or low-reflectivity, microburst
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Figure 1.4: Figure 5.4 from Fujita (1985) showing a conceptual model for microburst
structure irrespective of wet or dry classification.

is associated with little rainfall (less than 0.25 mm), have a peak radar reflectivity factor

value of < 35 dBZ, and are observed with virga shafts (Wakimoto, 1985; Atkins and Waki-

moto, 1991; Wakimoto, 2001). However, a wet, or high-reflectivity, microburst is associ-

ated with more rainfall (more than 0.25 mm), has a peak radar reflectivity factor value of >

35 dBZ, and are observed with intense precipitation (Wakimoto, 1985; Atkins and Waki-

moto, 1991; Wakimoto, 2001). The general observational differences of these microbursts

was detailed by Ted Fujita (1985) (Figure 1.5).

Generally speaking, either type of microburst can occur when the environmental condi-

tions as met. Thus, dry and wet microbursts can occur anywhere that convection occurs, and

the main factor that would drive regional variations is moisture availability. Regions that

experience high moisture content would be less likely to experience dry microbursts as op-

posed to wet microbursts. However, the opposite is also true that environments with lower

moisture are less likely to experience wet microbursts as opposed to dry microbursts. No

study has been found describing regional variability between the two microburst types in

great detail. However, previous studies have shown that both wet and dry microburst can be

observed in the High Plains (Fujita, 1985; Wakimoto, 1985; Hjelmfelt, 1987; Walter, 2007)

and Desert Southwest (Kuster et al., 2021). Other studies have shown wet microbursts also

appear in the Southern Plains (Walter, 2007; Heinselman et al., 2015a; Kuster et al., 2021)

and Southeastern US (Atkins and Wakimoto, 1991; Kingsmill and Wakimoto, 1991; Kuster

et al., 2021).
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Figure 1.5: Figure 5.5 from Fujita (1985) displaying the general observational differences
between both wet (left panel) and dry (right panel) microbursts.

Wet and dry microburst terminology can be confusing as both can be associated with

precipitation, but they occur in different environments and are driven by different physical

processes and mechanisms (Wakimoto, 1985). Thus, it is important to understand the en-

vironments surrounding each microburst type in order to fully understand the potential for

one to occur. There are certain tools that can be used to help determine if an environment

is favorable for a certain type of microburst to form such as atmospheric soundings and

relative humidity levels below the cloud base (Brown et al., 1982; Fujita, 1983; Fujita and

Wakimoto, 1983a,b; Wakimoto, 1985). However, forecasting advice is traditionally loca-

tion/region specific due to many factors that can greatly impact the potential of microburst

formation. Nevertheless, some generalizations can be made about favorable environments

for microbursts to occur.

For dry microbursts, they are typically associated with marginal instabilities in reason-

ably dry environments, which result in weak convection (Wakimoto, 2001). Forecasts for

the possibility of dry microbursts can typically be made using the 1200 UTC sounding,

expectations of solar heating, and the forecasted maximum surface temperatures (Wilson

et al., 1984; Johns and Doswell, 1992). According to Wakimoto (1985), which looked at

microburst over the High Plains near Denver, CO, a favorable environment for dry micor-

burst development has the following four criteria:

• Shallow morning radiation inversion at the surface beneath a deep dry-adiabatic

layer,
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• The dry-adiabatic layer extends to approximately 500 mb,

• Mean subcloud mixing ratio should be approximately 3–5 g kg�1 along with the

presence of midlevel moisture, and

• The convection temperature must be reached during the day.

Wet Microbursts, on the other hand, typically occur in weakly capped environments

with high moisture throughout a deep surface-based layer (Wakimoto, 2001). Forecasts for

the possibility of wet microbursts can generally be made using the 1200 UTC sounding

and predicted moisture and thermal advection patterns. Atkins and Wakimoto (1991) have

shown that using vertical profiles of equivalent potential temperature can be useful in iden-

tifying possible environments that could support wet microbursts. Ellrod (1989) showed

that vertical soundings from radiance measurements from the Geostationary Operational

Environmental Satellite (GOES) satellite can be useful in detecting moisture and thermal

advection patterns that could lead to wet microburst environments. According to Mackey

(1998) and Atkins and Wakimoto (1991), environments favorable to wet microburst forma-

tion generally can be found by looking at Dqe which is defined as the difference between

the equivalent potential temperature at the surface and the equivalent potential temperature

minimum in the midlevels. The breakdown of Dqe values are:

• Dqe � 15 K - low threat,

• 15 K < Dqe < 25 K - moderate threat,

• Dqe � 25 K - high threat.

When looking at specific atmospheric soundings associated with microbursts, Figure

1.6 shows three different examples of atmospheric soundings that were assocaited with

microbursts. First, panel a) is a prime example of a dry microburst sounding profile from

Tucson, AZ at 0000 UTC on 8 July 2015. The important things to notice here is the inverted

“V” stretches from the surface up to above 700 mb, the overall profile is very dry, and there
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Figure 1.6: Example soundings of microburst environments (University of Wyoming,
2021) with the black lines representing temperature (right) and dewpoint temperature

(left) and the grey lines representing a theoretical parcel path. Panel a) shows an ideal dry
microburst sounding over Tucson, AZ at 0000 UTC on 8 July 2015. Panel c) shows an

ideal wet microburst sounding over Nashville, TN at 0000 UTC on 16 June 2018. Panel b)
shows an in between sounding over Norman, OK at 0000 UTC on 15 June 2011.

are marginal instabilities along the parcel path. Second, panel c) is a prime example of a

wet microburst sounding profile from over Nashville, TN at 0000 UTC on 16 June 2015.

The environment is weakly capped, a large amount of instability under the parcel path,

and is relatively moist throughout the sounding; however, the inverted “V” at the surface is

still present although much shallower compared to the dry microburst sounding in panel a)

of Figure 1.6. Finally, panel b) is an in between sounding that represents an environment

between an ideal wet or dry microburst environment. Something to notice here is that there

is more moisture below 500 mb in this sounding compared to the dry microburst sounding

in panel a), but there is less moisture than the one in panel c). Furthermore, the instability

is also in between the extremely weak instabilities in panel a) and the strong instabilities in

panel c), and there is a stronger cap in panel b) than there is in panel c). Thus, depending

on the type of convection that occurs in this environment, it could be possible to get either

a wet or dry microburst in this environment depending on how this environment changed

in time. Table 1.2 provides a summary of the environmental and observation difference

between dry and wet microbursts.

24



Table 1.2: Summary of environmental and observational differences between wet and dry
microbursts.

Parameter Type Parameter Dry Microbursts Wet Microbursts

Environmental
Moisture Location � 650 mb Throughout

Mixed-Layer Surface to 500 mb surface to 800 mb
Instability Marginal Strong

Observational
Zh Value < 35 dBZ > 35 dBZ

Rainfall Amount < 0.25 mm > 0.25 mm
Visible Observation Virga Shafts Intense Precipitation

1.3.3 Radar Observations

Microbursts can be associated with many different radar observations in both single-

and dual-polarization radar variables. Most radar observations are much more prevalent

for wet microbursts because of the large amounts of hydrometeors that are present within

the storm cell accompanying strong to intense convection.

For a wet microburst, radar signatures can occur in both single and dual-polarization

radar variables. The variables that will be analyzed within this project include Zh, vr, and

KDP. According to Doviak and Zrnic (1993), reflectivity factor is defined as the “sixth

power of the hydrometeor diameter summed over all hydrometeors in a unit volume”, and

is represented by:

Zh =
Z

¥

0
N(D)D6dD: (1.1)

where D represents the hydrometeor diameter, N(D) represents the drop size distribution

associated with each hydrometeor diameter within a unit volume, and dD represents an

infinitesimally small change in hydrometeor diameter.

Furthermore, from Doviak and Zrnic (1993), radial velocity is defined as the first mo-

ment of the Doppler spectrum of the signal received by the radar, and is represented by:

Vr(r0) =
Z Z Z

v(r1)h(r1)I(r0;r1)dV1

�Z Z Z
h(r1)I(r0;r1)dV1 (1.2)
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where I(r0;r1) is the illumination function, r0 is the center of the resolution volume, r1

is some point within the resolution volume, h(r1) is the reflectivity, v(r1) is the point

velocity, and dV1 is the differential over the resolution volume.

Finally, KDP is defined as a difference between the propagation constants for horizon-

tally and vertically polarized electromagnetic waves as in Sachidananda and Zrnic (1986),

and is represented by:

KDP =
f̂DP(rn)� f̂DP(rm)

(rn� rm)
rad km�1 (1.3)

where f̂DP is estimates of differential phase shift and rn and rm are the ranges of the differ-

ential phase shift estimates. Each variable has unique precursor signatures that are observed

before the microburst reaches the surface; thus, these signatures can provide some warning

to when a microburst might occur at the surface.

The most characteristic signature of a microburst is the diverging wind signature at the

surface (seen in the lowest elevation angle, typically 0.5�). By definition, this signature

needs to be � 10 m s�1 in magnitude across an area of no more than 4 km to be classified

as a microburst (Atkins and Wakimoto, 1991; Wakimoto, 2001). However, this signature

only indicates that a microburst is ongoing.

The other important radial velocity signature associated with microbursts is the pre-

cursor of midlevel convergence that occurs within the storm (Figure 1.7) (Wakimoto and

Bringi, 1988; Wakimoto, 2001; Heinselman et al., 2008; Vasiloff and Howard, 2009; Kuster

et al., 2016). Generally speaking, previous studies have looked for mid-level convergence

between heights of 1 km and 6 km above ground level (AGL) (Vasiloff and Howard, 2009;

Kuster et al., 2016). This signature is believed to be a mass continuity response as the

microburst begins its decent toward the surface. The descending air associated with the

microburst is vacating a region, which must be filled in by surrounding air causing the

convergence above the descending air column in order to maintain mass continuity.
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